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BEFORE DRIVING YOUR CHEVROLET 


DRIVER CHECKLIST 

Before Entering Car 

i. See that windows, mirrors and 
lights are clean. 

2. Visually note inflation condition 
of tires. 

3. Check that area to rear is clear 
if about to back up. 


apes Driving Off 
1. Lock all doors. 

2, Position seat, and adjust head 
restraints, if so equipped. 

3. Adjust inside and outside mirrors. 

4. Fasten seat belts. 

5. Check that warning bulbs light 
when key is turned to start 
position. 

6. Release parking brake (and see 
that brake warning light turns 
off). 

7. Be sure you understand your car 
and how to operate it safely. 
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Keys 
Two separate keys are provided 

for your car. Each key has a differ- 

ent cross section so that it can be 
inserted only in certain locks. 

* Key with square head 
(stamped “C”) — for ignition 
switch only. 

* Key with oval head (stamped 
“D”)—for all other locks. 

The code number of each key is 
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stamped on the "knock out" plug 
in the key head. Your Chevrolet 
dealer removed these plugs and- 
placed them with the spare set of 
keys in the special key envelope 
that was given to you at time of 
delivery. For your protection: 

* Record the numbers on the key 
envelope and discard the key 
plugs. 

* Keep the key envelope in a safe 
place such as your wallet, NOT 
IN THE CAR. 

In the event the original keys are 
lost, duplicates can be made by 
your dealer or a locksmith using the 
key code information. 

Be sure to lock the glove box 
or console compartment and re- 
move the key from the car whenever 
it is necessary to leave the ignition 
key with an attendant. 


: Door Locks 


Front and rear side doors can be 
locked from the inside by. depress- 
ing the passenger guard door lock 
buttons located on the upper door 
panel. All.doors can be locked from 
the outside by first depressing the 
door lock button and closing the 
door. ^ 
." The front doors can also -be 
locked by using the key. 

All’ models have as a standard 
safety feature overriding door locks. 
Whert the doors are locked, the 
door latch mechanism is inopera- 
tive, preventing inadvertent open- 
ing of the door by movement of the 
inside handle. 


REMINDER: Avoid hanging ob- 
jects on the right hand coat hook 
in such a way that you block the 
driver's vision to the right rear 
quarter. 
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REMINDER: © Always lock the 
doors when driving, for greater se- 
curity in the event of an accident, 
to help keep children from open- 
ing door, and for greater security 
against entry by unwelcome persons 
while momentarily stopped. 


Seats i 


Folding seat backs are equipped 
with self-latching mechanisms and 
release controls designed for the 
convenience of entering and exit- 
ing passengers. 
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Manually Operated Front Seats 


The front seats may be adjusted 
forward or rearward by moving 
the control lever at the side of the 
seat forward and exerting slight 
body pressure in the direction de- 
sired. The seat is locked in position 
when the lever is released. 


AEE 


. Front Seat Back Locks 


Front seat backs on two-door . 
styles are equipped with a self-lock- -. 


ing mechanism to: keep the seat 
back locked in place while in the 


up position. The lock release lever 


is located on the upper outboard 
portion of the seat back. - 
To tilt the seat back forward, 


rotate the lever rearward and tilt. 


the seat back forward. When the 


seat back is returned to the up 


position, the seat back will auto- 
matically: lock. - 


Keep belt restraints and Ec 


clear of mechanism when tilting 
folding seats forward or backwards, 
to help prevent damage to Hes 
belt systems. : 


Power Operated Front Seats 
The six-way power seat control 
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switch is located on. thea driver’ s seat 
left side panel. i 

The seat can be operated as 
follows: 

1. The front control provides up 
and down movement of the 
front of the seat. - A 

: 2. The center control provides 
forward:and backward. move- 
ment and up and down move- 

-. ment of the entire front seat. 

3. The rear.control provides up 
and down movement of the 
rear of the. ‘seat. 
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Power: Windows 

Power windows have an ignition 
interlock so the windows cannot be 
operated unless the ignition switch 
is in the “on” position. 
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. REMINDER: Remove the ignition 


key when the vehicle is not at- 
tended by a responsible person. A 


. master control for all windows is 


provided at the driver's position, 

Individual switches are: provided : 

under each window for passenger 

use, 

Inside lm Mirrors 
Switch mirror to night position 


to reduce glare from following 


headlights, To raise or lower mir- 
ror to achieve desired field of view, 
grasp mirror and exert. sufficient 
pressure by pushing or pulling up, 
down or sideways. . - 


‘Occupant Restraint Belts 


Lap and shoulder belts provide 
added security and comfort for you 
and your passengers. Proper use 

“and care of these belts will assure 
continuance of this security. 


Front Seat Lap-Shoulder — 
Belt Combination Gd 
* Adjust front seat to satisfaction 

of driver and sit erect and well 
back in seat. 

.* In a single motion, pull the lap- 
.. shoulder belt webbing across lap 
far enough to permit inserting 

, metal latch plate end of belt into 
the buckle, until a snap is heard. 
If webbing is not pulled out far 
enough to reach buckle, let lap 
belt rewind into its retractor to 
release lock mechanism, so belt 
can be pulled out to the propet 
length. 

e Position “lap” portion of. belt 
across lap as LOW ON HIPS as 
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possible. To reduce ‘the risk of | 
sliding under belt during an ac- — 


cident, adjust to a SNUG FIT by 
pulling belt firmly across lap in 
direction of lap belt retractor so 
it can take up slack. The belt re- 


` tractors are designed to automat- 


"E: take AP excess webbing. 
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e The front seat shoulder belts in 
this vehicle are equipped with 
à "vehicle sensitive retractor" 
which is designed to grip the belt 
only during a sudden stop or im- 
pact. At other times it is de- 
signed to move freely with the 
occupant. : 

e For best restraint the slight ten- 
sion on the shoulder caused by 
the shoulder belt retractor is de- 
sirable. 

e A comfort clip is provided for 
those who find the shoulder belt 
tension a source of discomfort. If 
the shoulder belt tension becomes 
uncomfortable, pull down on the 
shoulder belt to provide the least 
amount of slack necessary to re- 
lieve tension (not more than one 
inch). Then push the comfort 
clip snugly against the guide 
loop. 

* To unfasten belts, depress push 
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button in center of buckle. 
* When no longer in use, front seat 
lap-shoulder belts can be stowed 
by allowing them to rewind into 
their retractors. The comfort clip 
can be adjusted when removing 
belts, so shoulder belt slack will 
be fully taken up by retractor. 
NOTE: Take care not to let the 
“Jap” portion of the belt twist while 
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it is being rewound into the retrac- 
tor. The bulk of the twisted belt 
may cause the retractor to jam so it 
will not rewind further, while at the 
same time the retractor locking 
mechanism may prevent the belt 
from being withdrawn. To release 
a jammed belt, open the cover on 
the rear of the retractor and rotate 
the key slot while pulling the belt 
upward, This should allow the belt 
to be untwisted. If your retractor 
does not have such a key slot or for 
some reason the lap belt portion re- 
mains jammed, or other parts of 
the restraint system do not operate 
properly take the vehicle to your 
dealer for service. — 


Belt Restraint Buzzer/Light 
Reminder 


When the ignition key is turned 
to On or Start, a reminder light 


_ is designed to come on for four 


to eight seconds, to remind occu- 
pants to fasten their belt re- 
straints. 


If the driver has not buckled 


his belt restraint prior to turning 
the key to On or Start, a buzzer 


4s designed to sound for four to 


eight seconds to remind him to 
do so. : 


^f the belt restraint system or 


reminder system does not work as 


described, 


see your Chevrolet 


dealer for information and assis- 
tance. 


Lap Belts (For Rear Seat and 
Center Front Seat 
Passengers) 


Seating positions next to side 
windows (except station wagon 
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third seats) have  retractors 
which are designed to automat- 
ically take up excess webbing. 


: These belts should be positioned, 


secured and released as described 
above under “Lap-Shoulder Belt 
Combination.” (Retractors are 


available as an option on station 


wagon third seats. ) 


Lap belts at center seating posi- 
tions (and third seats) also 
should be positioned, secured 
and released as described above, 
and adjusted to a SNUG FIT by 
pulling on the end of the belt ex- 
tending from the adjustable latch 
plate. l 

To. lengthen lap belt at center 
seating positions (and station 
wagon third seats) place adjust- 
able latch plate at right angles to 
the belt webbing and pull on 
latch plate; belt should then slide 
easily through the adjustment 
feature. 
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Optional Shoulder Belts 
(Rear Seat, Outboard) 


When properly worn with a lap 
belt, a shoulder: belt can provide 
additional protection by prevent- 
ing or minimizing impact with 
the car interior, by restraining 
forward motion of the upper 
torso in a collision. This is par- 


'ticularly true in the case of a 


frontal force impact. 


T xA 
E Cu 
^ * d A. 
$t oe 
y AS 
E i4 
AN 


" A FIST'S WIDTH " 


e To fasten the detachable shoul- 
der belt, unstow it and place the 
knob on the shoulder belt end 
into the keyhole on the lap belt 
latch plate. (The latch is de- 
signed so that this attachment 
can only be completed before 
fastening the lap belt.) Tilt the 
knob as necessary, to pass it 
through the slot. Pull the knob 
firmly upward to seat it at the 
narrow end of the keyhole, then 
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fasten the lap belt, Reverse this 
procedure when removing and 
restowing the shoulder belt. 
The detachable shoulder belts 
are lengthened and shortened in 
the same manner as center seat 
lap belts. 

The detachable shoulder belt 
should have sufficient slack to 
insert a fist’s width between your 
chest and the belt. This can be 
checked by inserting a clenched 
fist between the belt and your 
chest with thumb against chest 


a Se 


Belt Restraint Inspection 
* Periodically inspect belts, 


buckles, adjustable latch plates, 
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retractors, reminder systems, 
guide loops, clips, and anchors 
for damage that could lessen the 
effectiveness of the  retraint 
system. 

Keep sharp edges and damaging 
objects away from belts, and 
other parts of restraint system. 
Replace belts if cut, weakened, 
frayed, or subjected to collision 
loads. 

Check that anchor mounting 
bolts are tight. 
Have questionable parts re- 
placed. 

Keep belts clean and dry. 

Clean only with mild soap solu- 
tion and lukewarm water. 

Do not bleach or dye belts since 
this may severely weaken belts. 


Head Restraints 
* Head restraints are designed to 


help reduce injuries due to 
“whiplash”, 


» Select one of the two positions 
—up or down—which places the 
top of head restraint closest to 
the top of your ears. 

e Do not use head restraint above 
the up detent position. 

e Head restraint can be raised by 
pulling up until you feel it click 
into the “detent” position. 

e To lower, release latch at base 
of supporting rod and push down 
on restraint. 

è Do. not operate vehicle with 
head restraints removed, since 
occupants lose the protection 
they provide. ds 


Child Restraint 


Children in automobiles should 
be restrained to lessen the risk of 
injury in accidents or sudden stops. 
General Motors dealers offer re- 
straint systems designed specifically 
for use with infants and with small 
children. The GM “Infant Love 
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Seat" is designed for babies up to 
20 pounds. The GM "Child Love 
Seat" (not available in Canada) is 
designed for children weighing 20 
to 40 pounds, up to 3 feet-4 inches 
in height, who are able to sit up 
alone. Í 

In using any infant or child re- 
straint system, read and comply 
with all instalation and usage in- 
structions. 

If a child is traveling in a vehicle 
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not equipped with a General 
Motors infant or child restraint or 
other appropriate. infant or child 
restraint system, the following pre- 
cautions should be taken: 


1. Infants unable to sit up by them- 
selves should be restrained by 
placing them in a covered, 
padded bassinet which is placed 
crossways in the vehicle (width- 
wise) on the rear seat. The bassi- 


net should be securely restrained 
with the regular vehicle belt re- 
straints. An alternate method is 
to position the bassinet so that it 
rests against the back of the front 
seat, again crossways in the 
vehicle. 

. Children able to sit up by them- 
selves should be placed on a seat 
and restrained with a belt re- 
straint. When children ride in 
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the front seat, both lap and 
shoulder belt should be worn. If 
the shoulder belt causes neck or 
face irritation due to the child's 
size, this may be reduced in some 
cases by positioning the child 
further inboard. If serious dis- 
comfort continues, the child 
should be lap belted in the rear 
seat. Never allow a child to stand 
or kneel on any seat. 
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3. General Motors recommends 


that children be restrained prop- 
erly when riding. However, if 
unusual conditions prohibit use 
of restraints and require that a 
child must stand, he should stand 
on the floor directly behind the 
front seat. This will help mini- 
mize the possibility of injury 
from frontal force impacts in the 
event of an accident. 


Trailer Hauling 


Since passenger cars are designed 
and intended to be used primarily 
as passenger. conveyances, towing 
a trailer will effect handling, dura- 
bility and economy. Maximum 
safety. and satisfaction depends 
upon proper use of correct equip- 
ment and avoiding overloads and 


other abusive operation. 


The maximum loaded trailer 
weight which you can pull with 
your car depends on what special 
equipment has been installed on 


your car. Chevrolet does not rec- 
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ommend towing any trailer over 
1,000 pounds gross trailer weight 
unless the car has the proper equip- 
ment. Information on trailer haul- 
ing capabilities, special equipment 
required, and optional equipment 
offered by Chevrolet is available 
from your Chevrolet Dealer or by 
writing Chevrolet Motor Division, 
Detroit, Michigan 48202 (or in 
Canada by writing to General 
Motors of Canada Limited, Owner 
Relations Department, Oshawa, 
Ontario L1J 5Z6). 


To assist in attaining good han- 
dling of the car-trailer combination, 
it is important that the trailer 


1-10 


tongue load be maintained at ap- 
proximately 10% of the loaded 
trailer weight. Tongue loads can 
be adjusted by proper distribution 
of the load in the trailer, and can 
be checked by weighing separately 
the loaded trailer and then the 


tongue. 


When towing trailers, tires should 
be inflated to the highest inflation 
pressures shown on the placard 
affixed to the left front door. The 
allowable passenger and cargo 
load, also shown on the same pla- 
card, is reduced by an amount 
equal to the trailer tongue load on 
the trailer hitch, 


Maintenance 


More frequent vehicle mainte- 
nance is required when using your 
car to pull a trailer. Change. the: 


e Automatic transmission fluid 
and filter each 15,000 miles, 
(see Trailering brochure for addi- 
tional information). 

e Rear axle fluid each 15,000 
miles, — ' 

° Engine oil each 90 days or 3,000 
miles, whichever occurs first, 

e Positive crankcase ventilation 
valve each 12 months or 15,000 
miles, whichever occurs first. 

e See index for important informa- 
tion on belts, cooling system care 
and automatic brake adjustment. 
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Break-in Schedule 


In addition to the new car break-in 
instructions in this manual, it is 
recommended that your new car 
be operated for 500 miles before 
trailer towing. If it is necessary to 
tow during this period, avoid speeds 
over 50 MPH and full throttle 


' starts. The same precautions should 


be observed whenever a new en- 
gine, transmission or axle is in- 
stalled in your car. 
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Operation in 
Foreign 
Countries 


Your car is designed to operate 
on unleaded fuel of approximately 
91 research octane number. 


If you plan to operate your car 
outside the Continental limits of 
the United States or Canada, there 
is a possibility that the best fuels 
available in some countries are so 
low in octane rating that excessive 
knocking and serious engine dam- 
age may result from their use. Also, 
if leaded fuels are used in vehicles 
designed for unleaded fuels, it may 
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result in the deactivation of the 
catalytic converter, if the vehicle is 
so equipped, and possibly other 
related problems. The use of leaded 
fuel in a vehicle designed for un- 
leaded fuel will require different 
maintenance intervals. To obtain in- 
formation on the octane rating and 
availability of non-leaded fuels 
available in the countries in which 
you plan to travel, and a mainte- 
nance schedule to be used when 
operating on leaded fuel, write to 
Chevrolet Motor Division, Service 
Department, Detroit, Michigan 
48202, (or in Canada write to 
General Motors of Canada Limited, 
Owner Relations Department, 
Oshawa, Ontario L1J 5Z6), giving: 


e The vehicle identification num- 
ber (on plate on instrument 
panel ahead of the steering wheel 
and visible through the wind- 
shield, or from registration slip 
or title),. 


e The country or countries in which 
you plan to travel. 


It is recommended that you not 
operate your car in any country not 
having fuels meeting the require- 
ments of your car's engine as these 
may cause engine damage for which 
Chevrolet is not responsible under 
the terms of the Chevrolet New 
Vehicle Warranty or Emission 
Control Systems Warranty. 


STARTING AND OPERATING 


Engine Exhaust Gas Caution (Carbon Monoxide) 


Avold inhaling exhaust gases because 
they contain carbon monoxide, which by 
Itself is colorless and odorless. Carbon 
monoxide is a dangerous gas that can 
eria] unconsciousness and is potentially 
lethal. 


if at any time you suspect that exhaust 
fumes are entering the passenger com- 
partment, have the cause determined and 
corrected as soon as possible. If you must 
drive under these cónditions, drive only 
with al! windows fully open. 


The best protection against carbon mon- 
oxide entry into the car body is a properly 
maintained engine exhaust system, car 
body and body ventilation system. It is 
recommended that the exhaust system 
and body be inspected by a competent 
mechanic. 


e Each time the vehicle is raised for oll 
change. 


e Whenever a change is noticed in the 
sound of the exhaust system. 
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e Whenever the exhaust system, under- 
body or rear of the vehicle is damaged. 


See mne Maintenance Schedule folder 
furnished with your vehicle for inspec- 
tion procedure. 


To allow proper operation ot the car's 
ventilation system, keep front ventilation 
Inlet grille clear of snow, leaves or other 
obstruction at all times. 


SITTING IN A PARKED CAR WITH 
ENGINE RUNNING FOR AN EXTENDED 
PERIOD IS NOT RECOMMENDED. 


Do not run engine in confined areas 
such as garages any more than needed 
to move vehicle in or out of area. When 
vehicle is stopped in an UNCONFINED 
area with the engine running for any more 
than a short period, adjust heating or 
cooling system to force outside air into 
car as follows: 


1. On cars not equipped with air condi- 
tioning, set fan to medium or high 
speed and upper control lever to any 
position except OFF. 


2. On cars equipped with manual air con- 
ditioning, set fan to medium or high 
_ speed, upper control lever to any posi- 
tion except OFF, and lower controi 
lever to any position except extreme 
leít COLD. 


3. On cars equipped with automatic air 
conditioning, set contro! lever to Hi 
except in hot weather in which case, 
set lever in AUTO, 


The trunk lid should be closed while 
driving to help prevent inadvertently draw- 
ing exhaust gases into the car. it is unwise 
to drive at high speeds for long durations 
with the trunk lid open. However, if for 
some reason the trunk must remain open 
for a períod while moving, or electrical 
wiring or other cable connections to a 
trailer must pass through the seal be- 
tween trunk lid and body, the following 
precautions should be observed: 


© Close all windows. 


e Adjust heating or cooling system to 
force outside air into car as described 
in items 1, 2 and 3 above but with fan 
set at high speed. 


* On cars equipped with outside air vents 
in or under instrument panel, open 
vents fully. 


STEERING COLUMN CONTROLS 


x 


Pete: 
a 3 SWITCH OFF AND ht 
: COLUMN LOCKED POSITION i 


j [ON] 


Á 
OPERATING 
ACCESSORIES 
ONLY 


= 


FLASHER 

Anti-Theft Steering 

Column Lock 
The anti-theft lock, located on 

the right side of the steering col- 

umn, has five positions: 

e Accessory — Permits operation 
of electrical accessories when 
engine is not running. To en- 
gage, push key in and turn 
toward you (counterclockwise). 

e Lock—Normal parking position. 
Locks ignition and provides 
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added theft protection by prevent- 

ing normal operation of steering 

wheel and shift controls. to “lock” 

position and removed until trans- 

mission is placed in “park”. 

e Off—Permits turning engine off 

without locking steering wheel and 

shift controls. 

e Run (ON) — Normal operating 
position. 

e Start— Permits engagement of 
starter. 

NOTE: The anti-theft steering column lock 

is not a substitute for the parking brake. 


Always set the parking brake when leav- 
ing the car unattended. 


If difficulty is experienced in 
turning the ignition key and lock 
knob to unlock the ignition, at- 
tempt to turn the steering wheel as 
hard as possible in the direction the 
wheels are turned. At the same 
time turn the ignition-lock knob in 
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a clockwise direction with as much 
effort as you can apply with your 
own hand. Do not attempt to use 
a tool of any kind to apply addi- 
tional force on the lock knob, as 
this could break the knob. 


Parking 


When leaving your car unattended: 

* Set parking brake. 

e Place automatic transmission se- 
lector in Park. 

* Turn key to LOCK position. 

* Remove key (the buzzer will re- 

mind you). 

Lock. all doors. 


IMPORTANT: Do not park your car over 
combustible materials, such as grass or 
leaves, which can come into contact with 
the hot exhaust system and cause such 
materials to ignite under certain wind and 
weather conditions. 

NOTICE: Do not leave your car unattended 
with the engine running. if the engine 
should overheat while your car is unat- 
tended, the temperature warning light or 
gauge would go unheeded, which couid 
result in extensive damage to your car. 


Starting the Engine 


Automatic Transmission 

Models 

1. Apply the parking brake. 

2. Place transmission selector 

in “pr or “yN” (“P” pre- 
ferred). 
A starter safety switch prevents 
starter operation while the trans- 
mission selector is in any drive 
position. (If it is necessary to 
re-start the engine with the car 
moving, place the selector lever 
in “N”.) : 

3. Depress accelerator pedal and 
activate starter as outlined be- 
low for different conditions. 


IMPORTANT: Do not keep 
the starter engaged for more 
than 15 seconds at a time. Wait 
10 or 15 seconds before trying 
again. 
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* Cold Engine — Fully depress 
accelerator pedal and slowly 
release. With foot off the 
pedal, crank the engine by 
turning the ignition key to the 
Start position—release when 
engine starts, 


If engine starts, but fails to 
run, repeat this procedure. 
When engine is running 
smoothly (approximately 30 
seconds), the idle speed may 
be reduced by slightly de- 
pressing the accelerator pedal 
and then slowly releasing. 


PPT TF HP 61 icine 
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* Warm Engine—Depress ac- 
celerator pedal about halfway 
and hold while cranking the 


engine. 
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* Extremely Cold Weather 
(Below 0° F.) (—18° C.) Or 
After Car Has Been Stand- 
ing Idle Several Days— 
Fully depress and release ac- 
celerator pedal two or three 
times before cranking the en- 
gine. With foot off the accel- 
erator pedal, crank the engine 
by turning the key to the Start 
position and release when en- 
gine starts. 


Engine Flooded 

Depress accelerator pedal and 
hold to floor while starting until en- 
gine is cleared of excess fuel and is 
running smoothly. Never “pump” 
the accelerator pedal. 


Warm-Up 

Always let the engine idle for 20 
to 30 seconds after starting and 
drive at moderate speeds for sev- 
eral miles, especially during cold 
weather. 


Driving with the Chevrolet Automatic Transmissions 


Your Chevrolet i is equipped with a 
Turbo Hydra- -Matic automatic 
transmission. After starting the en- 
gine with the selector lever in N 
(Neutral). or P (Park) position, 
select the range desired (see table) 
and depress the accelerator. A 
gradual start with a steady increase 


in accelerator pressure will result in 


best possible fuel economy. Rapid 


acceleration for fast starts will .re- 


sult in greater fuel consumption. 
Automatic transmission shift 
. quadrants of all GM cars continue 


the uniform sequence of selector . 
positions. This particularly benefits 
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multicar families and those who oc- 
casionally drive other cars. Shift in- 
dicators are arranged with "Park" 
position at one end, followed in se- 


quence by "Reverse", . "Neutral" |. 
and the forward driving ranges. 


All automatic transmissions are 
equipped with a starter safety 
switch designed to. permit starting 
the engine only when the transmis- 
sion selector is in the. “Park” or 
“Neutral” position. For additional 


engine braking effect, as sometimes- 
needed in mountainous. driving, 


place the transmission in a inter- 
mediate range. 
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ading to loss of vehicle control. - = 
Column Shift Lever - 

The heavy line in the illustra- 
tions indicates the movement of the 
shift lever as it is lifted to shift into 
Reverse, Lə, Li, and into or out 
of Park position. 


"T 


He 


eee 
A. A 
— CS 
ix. "ee TEN $4 
vM * P m 

d R 

N " 
L 
D 
v Li 
aa 


TURBO HYDRA-MATIC 


P — PARK Use only when vehicle is stopped. 
R — REVERSE For backing vehicle — from stop. 


N — NEUTRAL 


For standing (Brakes Applied). 


For forward driving. 
Depress accelerator to floor for extra acceleration below 65 mph; de- 


press accelerator half-way at speeds below 30 mph. 


D — DRIVE 
L;— LOW; 
Lı — LOW, 


For driving in heavy traffic or on hilly terrain. Shift into Lz at any vehicle 
speed. The transmission will shift into second gear and remain in second 
until the vehicle speed or throttle are reduced to obtain first gear opera- 
tion in the same manner as in D range. L; range position prevents the 
transmission from shifting to 3rd gear. 


For hard pulling through sand, snow or mud, and for climbing or descend- 
ing steep grades. Shift into Li at any vehicle speed. Depending upon the 
axle ratio of the vehicle the transmission will shift to second gear at any 
speed above approximately 40 mph and will shift to Ist\gear as speed 
is reduced below 40. L; range position prevents the transmission from 
shifting out of first gear. 


Turn Signals and Lane 
Change Feature 

The turn signal lever is located on 
‘the left side of the steering column 
immediately under the steering 
wheel. The lever is moved upward 
to signal a right turn and down- 
ward to signal a left turn. Lamps 
on the front and rear of the car 
transmit this signal to other motor- 
ists and pedestrians. The ignition 
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TURN 
SIGNAL 


switch must be in the “ON” posi- 
tion in order for the turn signals to 
be operational. This feature pre- 
vents battery drain if the lever is left 
in an “ON” position when your car 
is not in use. 


In a normal turning situation 
such as turning a corner, the turn 
signal is canceled automatically 
after the turn is completed. How- 
ever, in some driving maneuvers 
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such as changing lanes on an ex- 
pressway, the steering wheel is not 
turned back sufficiently after com- 
pleting the turn to automatically 
cancel the turn signal. For con- 
venience in such maneuvers, the 
driver can flash the turn signals by 
moving the turn signal lever part 
way (to the first stop) and holding 
it there. The lever returns to the 
neutral or canceled position when 
the driver releases his hold on the 
lever. 

A green light on the instrument 
cluster flashes to indicate proper 
operation of the front and rear turn 
signal lamps. If the indicator lamp 
remains on and does not flash, 
check for a defective lamp bulb, If 
the indicator fails to light when 
the lever is moved, check the fuse 
and indicator bulb. 


Power Steering 
If the steering system power as- 
sist fails due to some malfunction, 
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or because the engine has stalled, 
the car can still be steered. How- 
ever, much greater effort is re- 
quired particularly in sharp turns. 


UNLOCKING 
LEVER 


Tilt Steering Wheel 


The optional tilt steering wheel 
can be tilted up above normal posi- 
tion to provide additional room for 
entrance and exit as well as selected 
driving positions below normal 
height. This permits individual se- 
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lection of the most natural position 
for all driving conditions. On long 
trips the steering wheel position can 
be changed to minimize tension 
and fatigue. 

The tilt mechanism is operated 
by lifting up on the small control 
lever on the left side of the steering 
column just below the directional 
signal, moving the steering wheel 
to the selected position, and releas- 
ing the lever. 


Cruise Control 


The optional Cruise Control Sys- 
tem provides automatic speed con- 
trol for your comfort when driving 
on freeways, turnpikes, or other 
non-congested highways. The sys- 
tem is designed to function above 
speeds of approximately 30 MPH. 

To engage the Cruise Control, 
proceed as follows: 

* Accelerate to desired cruising 
speed and partially depress and 


release the control button at the 
end of the turn signal lever. 


e Remove your foot from the ac- 
celerator pedal and desired speed 
will automatically be maintained. 


* To change automatic speed set- 
ting, press control button until 
it bottoms and hold until desired 
speed is attained. 


* Before releasing control button, 
hesitate at the partially depressed 


ET 
‘i 


button is not fully depressed, 
when changing speed setting, the 
car will resume your previously 
selected speed. 


To disengage system, lightly. de- 
press brake pedal. 
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Horn 


The horn on your Chevrolet 
is actuated by firmly pressing on 
the pad in the center of the steering 
wheel. 

` As a good motorist, use of the 
horn should be kept at a minimum. 
However, acquaint yourself as soon 
as possible with this function of 
your car, should it ever become 
necessary to give a warning to a 
pedestrian or another, motorist. 


NOTE: For operation of hazard 
flasher, see page 3-1, in section 3, 
"In Case of Emergency." 


FLOOR CONTROLS 


Braking System 


The service brake system is de- 
signed for braking performance 
under a wide range of driving con- 
ditions even when the vehicle is 
loaded to its full rated vehicle load. 
When. replacement parts are re- 
quired; GM and Delco parts are 
recommended, 


Power Brakes | 


* On your Chevrolet if power 
assist to the brakes is interrupted 
due to a stalled engine or some 
malfunction, two or more brake 
applications normally can be 
made using reserve power. 


e If the brake pedal is held down, 
the system is designed to bring 
the car to a full stop on reserve 
power. However, the reserve 
power is partially depleted each 
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time the brake pedal is applied 
and released. Do not pump 
brakes when brake power assist 
has been interrupted except 
when necessary in order to main- 
tain steering control on slippery 
surfaces. 


When reserve power is ex- 
hausted, the vehicle can still be 


stopped by applying greater force 
to the pedal. 


MU LETS 
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NOTE: Operation of the brake 
system warning light is covered on 
page 2-12 in the section on “In- 
strument Panel", 


Parking Brake 


* To set parking brake, fully de- 
press foot pedal at far left side. 


* For maximum holding power, 
depress regular brake pedal with 
the right foot at the same time. 


. * To release parking brake, pull 


"BRAKE RELEASE" lever on 
lower left instrument panel. 


* As a reminder, the brake system 
warning light is designed to 
glow whenever. the parking 
brake control is not fully re- 
leased, and the ignition is on. 


e Never drive car with parking 
brake set as this may overheat 
or otherwise damage rear brakes. - 


NOTE: “Riding the brake” by rest- 
ing your foot on the brake pedal 
when not intending to brake can 
cause abnormally high brake tem- 
^. peratures, excessive lining wear and 


possible damage to the brakes, in . 


addition to weng gasoline. 


Selt-Adjustin Brakes 


periodic brake adjustments. 


* Drum brake adjustment is made 
automatically as thé brakes are 
applied while car is moving 
backwards. ` 


* Disc brake.adjustment is made 
automatically with each brake 
application. 


* If excess brake: pedal travel de- 
velops, drive alternately back- 
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. th nn (except. for. 
the parking brake) are self- 
adjusting, designed to eliminate: 


"ward and forward (several 
times) and apply brakes firmly 
in each direction. 


* See your dealer if normal pedal 
travel is not restored, or if there 


is a rapid increase in pedal travel, ^£ 


which could be a sign of other 
brake trouble. 


See your dealer also if adjust B ‘ 
ment . of the parking brake is es 


required. 


REMINDER: "The front disc 
brakes have a built-in wear indica- 
tor that is designed to make a high 
frequency squealing, or cricket-like 
warning sound when the linings are 
worn to where replacement is re- 
quired. The sound will occur inter- 
mittently or continuously when 
wheels are rolling, but will dis- 
appear when the brake pedal is ap- 
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- plied ‘firmly. See also the various 


brake checks listed in the Chevro- 
let maintenance schedule folder. - 


Headlight Beam Switch 
“High” and “low” headlight 
beams are controlled by the floor 


. button at your left foot. The indi- 


cator, located next to the speed- 
ometer dial, will light up when the 
high beams are in use. 


INSTRUMENT PANEL AND CONTROLS 
1 DAOQ®” (8 6] fio] G5) (i6 


O 8 1 O) 14 12 | : () 


(C) STANDARD 
[C] OPTIONAL 
1. Fuel Gauge 6. Clock 11. Heater or Optional 15. Electrical Tailgate Switch 
2. Warning Lights 7. Glove Box Air Conditioner Control 16. Vent Control 
3. Speedometer 8. Windshield Wiper—Washer Control 12. Ash Tray . 17. Parking Brake Release 
4. Hi Beam Indicator 9. Light Switch i 13. Cigarette Lighter 
5. Odometer 10. Rear Window Defogger Switch 14. Radio and Controls 
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Instruments 

The instruments, gauges and in- 
dicator lights conveniently grouped 
in the instrument cluster are de- 


PÀSTEM ^ afd a rd 
f SAT Ü sir J u 
$ SELTS ^, MA aT 


GU OSOR 


signed to tell you at a glance many 
important things about the per- 


formance of your car. The follow-. 


ing information will enable you to 
more quickly understand and prop- 
erly interpret these instruments. 


Fuel Gauge 


The fuel gauge registers the 
APPROXIMATE fuel level in the 
tank, when the ignition is in the ON 
position. 


When the gauge registers 
EMPTY, some fuel is still available 
as a reserve. When the gauge regis- 
ters FULL, some additional fuel 
can still be added to the tank. The 
following conditions may be con- 
sidered normal: 
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* Gasstation pump may shut off be- 
fore fuel gauge indicates FULL. 


e Amount of gasoline required for 
fill-up may not exactly. corres- 
pond to gauge. 

e Needle may not move away from 
FULL until sometime after fill- 
üp. 

e Needle may move during turns, 
stops and accelerations. When the 
ignition switch is turned to the 
OFF position, the needle will not 
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necessarily return all the way to 

the EMPTY mark. 
Oil Pressure Indicator Light 

This light will be on when the 
ignition switch is turned on and 
should go out after the engine is 
started. Occasionally the light may 
be seen to flicker momentarily, but 
this will do no harm. However, if 
the light remains on during normal 
driving speeds the engine should be 
stopped until the cause of the trou- 


ble càn.be located and corrected. 


Driving the car with low oil pres- 


sure can cause serious engine 
damage. 


Generator Indicator Light 


The red light will go on when 
the ignition key is in the “on” posi- 
tion, but before the engine is 
started. After the engine starts, the 
light should go out and remain out. 
If the light remains on when engine 
is running, have your Authorized 
Chevrolet Dealer locate and cor- 
rect the trouble as soon as possible. 


Engine Temperature 
Indicator Light 


This indicator light is provided 


in the instrument cluster to quickly - 


warn of an overheated engine. With 
the ignition switch in the START 
position, the red TEMP indicator 
will light to let you know that it is 
operating properly. 
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When the engine is started, the 
red light will go out immediately. 
It will light up at no other time 
unless for some reason the engine 
reaches a dangerously high oper- 
ating temperature. 1f the light 
comes on during extreme driving 
conditions, such as an extended 
idle, turn off the air conditioner (if 
used) and run the engine slightly 
faster than idle speed with the 
transmission in neutral gear. If the 
light does not go off within a short 
period of time (1-2 minutes), then 
turn the engine off until the cause 
of the overheating is corrected: 
Glance at the instrument cluster 
frequently as you drive to see if 
this light is on. 


Brake System Warning 
Light 


The service brake system is a 
dual system designed so that one 
part will provide some braking 


2-12 


action in the event of loss of hy- 
draulic pressure in the other part of 
the system. If the warning light 
labeled “BRAKE,” located in the 
speedometer .face, comes on and 
stays on when the ignition is on and 


after the brakes have been firmly 


applied, it may indicate that there 
is a malfunction in one part of the 
brake system. 


* As a reminder, the light is de- 
signed.to come on with the park- 
ing brake applied and the ignition 
on. 

* The light is also designed to 
come on during engine starting 
to verify that the bulb is operating 
properly. 

* Have system repaired if light 
does not come on during check. 


è This warning light is not a sub- 
stitute for the visual check of 
brake fluid level required as part 
of normal maintenance. 


If the light comes on: - 
e The parking brake control is not 
fully released or, 


e The service brake system is 


partially inoperative. 


What to do: 


1. Check that the parking brake 
is released. If itis... i 


2. Pull off the road and stop, care- 
fully—remembering that: 
e Stopping distances may be 
greater. +" 
e Greater pedal effort may be 
required. 
e Pedal travel may be greater. 


3. Try out brake operation by start- 
ing and stopping on road shoul- 
der—then: 

e If you judge such operation to 
be safe, proceed cautiously at 
a safe speed to nearest dealer 
for repair. 


Downloaded from www.Manualslib.com manuals search engine 


* Or have car towed to dealer 
for repair. 
Continued operation of the car in 
this condition is dangerous. 


Headlight. High Beam 
Indicator Light 

The headlights of your car have 
high and low beams to provide you 
with proper night-time visibility 
for most driving conditions. The 
“low” beams are used during most 
city driving. The "high" beams are 
especially useful when driving on 
dark roads since they provide ex- 
cellent long range illumination. 
The headlight beam indicator will 
be on whenever the high beams or 
"brights" are in use. The Headlight 
Beam Switch controls the headlight 
beams (see Page 2-9). 


Light Switch 
The three position light switch 


controls the headlights, taillights, - 


parking lights, side marker lights, 
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‘instrument lights and dome lights 


as shown. The headlamp circuit is 
protected by a circuit breaker in 
the light switch. An overload on the 
breaker will cause. the lamps to 
“flicker” on and off. If this condi- 
tion develops, have your headlamp 
wiring checked immediately. 


PARKING LAMPS 
MARKER LAMPS. | 


TAIL AND ` 
INSTRUMENT LIGHTS 


HEADLIGHTS 
PARKING LAMPS 
MARKER LAMPS 
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Fuel Economy Gauge 

The optional fuel economy gauge 
is a constant reminder to help pro- 
mote good driving habits which in 
turn should bé recognized in better 
overall fuel economy. It does this 
by indicating on a calibrated scale 
the inlet manifold vacuum level— 
the higher the vacuum reading, the 
greater the fuel economy for the 
engine operation. 

The gauge is calibrated to read 
minimum-to-maximum fuel econ- 
omy with a pointer indicating eco- 
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OPTIONAL INSTRUMENTS AND GAUGES 


nomical vehicle operation on a 
solid green portion of the scale, In 
actual operation, engine accelera- 
tion. lowers the inlet manifold 
vacuum and this will be reflected 
by readings on the left part of the 
scale. The greater the acceleration 
the lower the gauge reading (or 
engine vacuum) and the poorer the 
fuel economy at that instant. To 
improve engine fuel economy the 
driver must make his accelerations 
within the “green band”. In general, 
it is most economical to make 
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moderate accelerations (within the 
green band) for short periods of 
time rather than very slow accelera- 
tions for a long period of time. 
When the desired traveling speed 
is attained, the gauge will reach a 
steady state and the pointer will be 
within the green portion of the 
scale. The vehicle at a steady speed 
provides better fuel economy than 
under acceleration. 
The gauge is responsive to addi- 
tional loads placed on the engine 
such as air conditioning or those 


loads imposed by trailer hauling. 
Compensate for these lower gauge 
readings resulting from these heavy 
loads to produce good fuel econ- 
omy. 


Engine Temperature Gauge 
This optional ; “gauge indicates 
coolant temperature which will 
vary with air temperature and op- 
erating conditions, The ignition 
switch must be. on for accurate 
readings. Hard driving or prolonged 
idling in very hot weather will cause 
the pointer to move beyond the 
center of the band, Should pointer 
move to the line at the “H” end of 
the band, stop engine or reduce 
speed to permit engine to cool. 


Headlamp “ON” 
Warning Buzzer. 

The optional headlamp reminder 
buzzer provides an audible warn- 
ing that the main light switch is in 


Downloaded from www.Manualslib.com manuals search engine 


one of the "on" positions, either 
parking lights or headlights. 

The reminder buzzer is actuated 
only when the ignition switch is 
turned to "OFF" or “LOCK” posi- 
tion. 


Clock 
A Reset the clock, if your car is so 
equipped, by pulling out the knob 


and turning the hands clockwise if 


slow, counterclockwise if fast. This 
will, if the clock error is five min- 
utes or more, automatically com- 
pensate for time gain or lag. Sev- 
eral resettings, several days: apart, 
may be needed to properly adjust 
the clock mechanism. Have your 
clock cleaned and oiled by a com- 
petent clock serviceman. at least 
every two years. 


Cigarette Lighter 


The cigarette lighter is located 
on the instrument panel face. To 
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operate, push it in. When it be- 
comes heated, it automatically pops 
out ready for use. 


Windshield Wiper and 


“Washer 


The windshield wiping system 
operates at two speeds and is de- 
signed to wipe clear specific areas 


‘of the windshield under most in- 


clement weather. conditions. The 
windshield ‘wipers. work electri- 
cally and are not affected by en- 
gine operation. 

Push the control lever Down to 
start the electric windshield wiper. 
The two-speed electric wiper has 
both a "low" and a "high" speed 
position. 

Pressing the control will send a 
measured amount of water or other 
cleaning agent onto the windshield. 

Fill the washer jar only % full 
during the winter to allow for ex- 
pansion if the temperature should 


fall low enough to freeze the solu- 
tion. 


* Check washer fluid level regu- 
larly—do it frequently when the 
weather is bad. 


e Use a fluid such as GM 
OPTIKLEEN to help prevent 
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freezing damage, and to provide 
better cleaning. 


e Do not use radiator anti-freeze 
in windshield washer; it could 
cause paint damage. 


* In cold weather, warm the wind- 
shield with defrosters before us- 
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PUSH FOR WASH 


OFF 
MAX BINE. 


MIN DELAY 


LOW SPEED 
HIGH SPEED 


ing washer—to help prevent ic- 
ing that may seriously obscure 
vision. 


Pulse Wiper System 


This optional equipment system 
provides a low speed single wipe 
cycle delay up to a maximum inter- 


val of ten seconds. The maximum 
delay position is located just below 
*Off" and the delay interval de- 
creases as the lever is moved further 
down and into the "Low" and 
"High" speed positions. If the 


“Wash” cycle is activated with the 
wiper lever in an Off, Delay, Low, 
or High speed position, wiper op- 
eration will return to this same 
action after the wash cycle is com- 
pleted. 


mum b $ 
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NOTE: For proper operation, the 
“Wash” button must be fully de- 
pressed for one or two seconds. 


Air Vents 


The air vents under the instru- 
ment panel admit air from the vent 
grille just ahead of the windshield. 
A push-pull control knob opens 
and closes the vents. 


The amount of air entering the 
car through this system is depen 
ent upon vehicle speed. 


The vent lever on the instrument 
panel controls the air flow through 
the instrument panel outlets (up- 


per). 


Ventilation System 


Your 1976 Chevrolet incorpo- 
rates a ventilation system that pro- 


vides ventilation comfort, made 
possible by the addition of air vent 
provisions in the rear body lock 
pillar. Another feature of the sys- 
tem is continuous low-speed opera- 
tion of the heater and air condi- 
tioner blower, resulting in an un- 
interrupted supply of outside air 
flow into the car whenever the 
ignition switch is on. 


With the side windows closed, 
outside air will flow into the front 
grilles, through the car and out the 
rear air exhaust valves. 


Basic Operating Tips 


e Always keep front inlet grille 
clear of obstructions (leaves, 
ice, snow, etc.). 

* When heating or air condition- 


ing is desired, best comfort is at- 
tained by driving with all win- 
dows closed. 


The following sections of this 
manual provide additional operat- 
ing tips for obtaining maximum 
heating and cooling comfort. (See 
also Engine Exhaust Gas Caution 
at beginning of this Section.) 
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HEATER 


DEF 
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The windshield defrosting and 
defogging system assists in provid- 
ing good visibility through desig- 
nated areas of the windshield under 
most inclement weather conditions. 
For immediate operation of the ve- 
hicle, the windshield should be 
scraped clear. ` 


Lower Lever 

Push the lower lever (Tempera- 
ture) as required to give the desired 
degree of heat. Full right position 
provides maximum heat. Move the 
defroster lever (upper) to the right 
when windshield defrost is needed. 
When this lever is in the OFF posi- 
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tion, air is directed up under the in- 
strument panel through a venting 
door. Full right position diverts the 
entire air flow to the defroster out- 
lets. Vary lever as required. 


Fan 

The fan lever has three (3) po- 
sitions from LO at the bottom to 
HI at the top. 
NOTE: Fan will automatically op- 
erate in LO position (after engine 
coolant temperature has reached 
95°F) whenever ignition switch is 
in the ON position. There is no 
OFF position. 

Operate system for 30 seconds 
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before switching to DEF. This 
will remove humid air from the sys- 
tem and minimize rapid fogging of 
the glass which can occur if humid 
air is blown onto a cool windshield. 


Heater Operating Tips 
èe Clear snow and ice from hood 
and air inlet in front of wind- 
shield to improve heater and de- 
froster efficiency and reduce the 
probability of fogging on inside 
of windshield. 

e Clear windshield, rear window, 
outside mirrors and all side win- 
dows of ice and snow before 
driving vehicle. 

e Operate blower on HIGH for 
a few seconds before moving the 
vehicle, to clear the intake ducts 
of snow to further reduce the 
possibility of fogging on inside 
of windshield. 

e Keep all windows and vents 
closed to reduce dust, road and 
wind noise and uncomfortable 
drafts. 


e For most satisfactory heater op- 
eration and air circulation, oper- 
ate fan on low or medium speeds 
for normal operation and high 
speeds for quick warm-up and 
during extremely low tempera- 
tures. 


e For adequate rear seat heating, 
the area beneath the front seat 
must not be blocked by carpet- 
ing, rags, paper or other mate- 


rial and fan should operate on 


high blower. 


Rear Window Defroster 

To ensure clear vision through 
the rear window during inclement 
weather, the Rear Window De- 
froster is optionally available, This 
unit draws in air from the pas- 
senger compartment and directs it 
against the back window to remove 
frost or moisture. Its blower has a 
two-speed control switch on the 
instrument panel. 
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Four Season Air Conditioning System 


Operating instructions for your 
Four Season Ait Conditioner are 
as follows: d 


FAN 


The fan lever has four (4) posi- 
tions from Lo at the bottom to Hi 
at the top. When the air condition- 
ing system is off, low blower will 
be maintained (after engine tem- 
perature has reached 95?F) no 
matter which position the fan 
switch is in. , 


2-20 


TEMPERATURE SELECTOR 
—Lower Lever 

The temperature lever allows a 
selection of air temperature from 
Cold at the far left to Hot at the far 
right. 
OPERATION SELECTOR 
—Upper Lever 

This lever provides a selection of 
systems available to handle various 
heating and cooling requirements 
throughout the year. The “Air Con- - 
ditioning" and “Heating” groups 


have several positions which im- 
prove the effectiveness of the sys- 
tem for various demands. 


e Off—The system operates on low 
blower regardless of fan switch 
position with air discharged into 
vehicle through heater outlet. 


e Max A/C—Air from the passen- 
ger compartment is recirculated 
through the system (with some 
outside air) and discharged from 
the upper outlets, The max. A/C 
position, with Temp. lever in Full 
COLD, is used when maximum 
cooling is required under condi- 
tions of high temperature and 
humidity. High fan speed is auto- 
matically attained in this position. 


e Norm A/C—Outside air is passed 
through the system and dis- 


charged through the upper out- 
lets, This position is recommend- 
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ed for most air conditioning 


situations because of reduced 


blower noise and reduction of 
cigarette smoke within the vehi- 
cle. Fan speed and tempering, 
may be varied as required. 


Bi-Level A/C—Outside air is de- 
livered from the heater lower 
outlet and the defroster duct and 
upper outlets to provide comfort 
and keep the windshield and side 
glass clear under low fogging 
conditions. i 


“Economy Ranges” — These 
positions, VENT and HEATER, 
are recommended for greater 
economy in vehicle operation. 
The A/C compressor will not op- 
erate in either of these positions. 


Vent — Outside air is passed 
through the system and dis- 
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charged from the upper outlets. 
This position is provided for cool 
to moderate weather when refrig- 
eration is not required. Fan speed 
and Temp. can be adjusted as 
required, 


Heater—Outside air is delivered 
through the heater outlet and 
with some air through the de- 
froster outlets. Temperature may 
be adjusted as required. This 
position is recommended for most 
winter driving. 


Def — Outside air is delivered 
through the defroster outlets and 
some air through the floor out- 
lets. Temperature and blower 
speeds may be adjusted as re- 
quired. This position is recom- 
mended for conditions of severe 
fogging and icing only. 


Air Conditioning Comfortron System 


COMFORTRON 


i — 
V3 4 OFF ECONOMY lis HI BI-LEVEL DEF 
f L a u a E Lj] B 


Comfortron Air Conditioning adds 
the convenience of completely 
automatic control to the combined 
heating and cooling functions of 
the Four-Season system, automat- 
ically maintaining selected inside 
temperature regardless of season or 
outside weather conditions. 


NOTE: In cool weather, the blower 


will not start until engine is warmed 
up. (Control lever in. *OFF" or 
“AUTO” position.) 


During warm weather, cooled, 
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dehumidified air enters the car 
through the upper outlets. During 
cold weather, heated airflow will 
enter the car through the floor dis- 
tributor duct. 
Control Panel 

The control panel has a tempera- 
ture dial and a single control lever. 
Temperature Dial 

This dial may be set once to the 
desired temperature, much as your 
home thermostat, and normally 
need not be adjusted thereafter. 
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The system will run at increased 
capacity until the pre-set tempera- 
ture is reached. Further movement 
of the temperature dial will not de- 
crease the time needed to bring the 
car to this temperature. However, 
since individual comfort require- 
ments vary considerably, you may 
wish to vary the dial setting slightly 
to compensate for warmer or cooler 
weather. 


-Control Lever. 


In the OFF position, the system 
operates on low blower with air dis- 
charged into vehicle through the 
heater outlet. It is not necessary to 
turn the system to OFF when leav- 
ing the car. It will then operate 
automatically whenever the car is 
started. 


Economy 
This position is provided for cool 


to moderate weather when refriger- 
ation is not required. 

During warm weather the system 
will go into operation almost im- 
mediately, but cold weather opera- 
tion will be delayed until the en- 
gine warms up enough to supply 
heat to the system. The tempera- 
ture and blower speed are auto- 
matically controlled with the excep- 
tion that the A/C compressor will 
not operate. In cold weather, im- 
mediate blower operation can be 
obtained in the DEF position. 


Normal Operation—Set the lever 
to AUTO for completely automatic 
in-car temperature control. This 
setting allows the system to utilize 
various blower speeds, resulting in 
low to moderate airflow. 

Placing the lever in the Lo posi- 
tion is the same as AUTO setting 
except the blower will remain at 
low speed. 

When greater airflow is desired 
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or in severe weather extremes, set 
the lever to HI, The system, still 
under automatic control, will now 
make use of high blower speed 
only, resulting in high airflow for 
rapid cool down or heating. 


Bi-Level Operation 

On cool but sunny days the 
Comfortron system will provide 
warm air to the floor and cooler air 
out of the upper outlets thus pro- 
viding a warm floor without exces- 
sive rise in breath level tempera- 
ture. Under extremely bright sun 
conditions, the system may shift 
into bi-level operation at relatively 
low outside temperatures in order 
to maintain the temperature set on 
the dial. If cool air from upper out- 
lets is objectionable, adjust upper 
outlets as desired. 


For window defogging — Move 
the lever to BI-LEVEL to divert a 
portion of the conditioned air 
through the defroster ducts and up- 
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per outlets when interior window 
fogging is encountered. 


For windshield de-icing — With 
the lever in the DEF position the 
system directs most of the airflow 
at full heat and high blower speed 
through the defroster ducts. Some 
airflow is also directed to the floor. 


Air-Conditioner 
Operating Tips 

Close all windows and vents 
when operating air system except 
for the first few minutes of opera- 
tion when the car interior is very 
hot. Close the windows as soon as 
the excessively heated air has es- 
caped. 


Four Season System and 
Comfortron Conditioned 
Air Outlets 

The twin barrel type center out- 
let may be rotated or vanes turned 
to direct air flow in direction de- 
sired. 


The vertical outlets on the ex- 
treme left and left center of the in- 
strument panel may be rotated or 
vanes adjusted as desired. 

For additional airflow lap cool- 
ers (2) are provided under the 
steering column and glove box. 
They have vertical air control vane 
outlets and are aimed at the driver 


GLAP COOLER 


OUTLET 


T 


fo CENTER 
OUTLETS OUTLETS 
and passenger lap locations. Under that is operated in a push-pull man- trolling the amount of air to the 
the driver's lap cooler is an outlet ner for opening and closing, con- floor. 
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Chevrolet "All Transistor” Radios 


To operate the radios, the igni- 
tion switch must be in "ON" or 
“ACC” position. 


Push Button AM Radio 


In addition to the manual con- 
trols, the Push Button Radio pro- 
vides five push buttons with which 
to automatically select preset sta- 
tions. To preset, pull the push but- 
ton “out” as far as it will go, tune 
in the desired station manually 
and then push. the button "in." 
Repeat this operation for each push 
button. 


AM/FM Radio 


In addition to providing stand- 
ard AM reception, this set permits 
you to receive clear static-free FM 
broadcasts. Move the slide bar, 
above the radio dial, to the right or 


left to select AM or FM reception. 
All other controls remain the same 
as described for Push Button ra- 
dios. FM broadcasts may be re- 
ceived as far as 25 miles from the 
sending station, depending on the 
power of the station and the exist- 
ing terrain. In fringe areas, it may 
be possible to retune the radio 
slightly to maintain peak reception. 
If not, retune to a closer or strong- 
er FM station or switch to AM 
operation. Push buttons may be 
set for both AM or FM stations as 
follows: 


e Place slide bar in AM position. 


e Pull push button out as far as it 
will go, tune in desired AM sta- 
tion manually and then push 
button in to lock in position. 


e Repeat for each remaining push 
button. 
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e Place slide bar in FM position 
and repeat procedures outlined 
for AM band setting. 


NOTE: Bands cannot be changed 
if push button is unlocked. 


Antenna 


The radio antenna is incorpo- 
rated in the windshield glass. If 
necessary, adjustments for maxi- 
mum antenna effectiveness can be 
made by your authorized Chevrolet 
dealer. 


To Tune Your Stereo Radio 


e Tune radio to an FM Stereo sta- 
tion (one which makes the indi- 
cator light come on with a steady 
glow). 


e Tune the lever behind the sta- 
tion selector knob until volume 
from front and rear speakers 
sounds equal. 


e Regulate volume and tone con- 
trols as required. 


Stereo Tape System 


The optional Stereo Tape Player 
provides prerecorded stereo pro- 
grams for your enjoyment. 

To play, turn ignition switch to 
“ON” or “ACC” position and in- 
sert cartridge through tape door 
with label side up and open end in 
first. Tape will play through all four 
- programs in succession, then replay 
in same sequence. Balancing the 
speakers is not required as this ad- 
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justment has been made at the fac- 
tory. Should it become necessary to 
make this adjustment, see your 
Chevrolet dealer. 


1. Rotate Fader control until vol- 
ume from front and rear speak- 
ers sounds equal. 


2. Regulate volume control and 
tone controls as desired. 
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3. To change program track, push 
in volume control knob and re- 
lease; player will index to next 
track. 


4. Push in the “eject” button to 
remove tape cartridge from 
player. : 


Cleaning and Care — Every 100 
hours of operation, or if tape slips 
and runs slowly, the capstan (re- 
volving metal post), head and tape 
guide should be cleaned with a cot- 
ton-tipped swab moistened with al- 
cohol (do not use carbon tetra- 
chloride). To clean the capstan, 
trip the on-off switch at the rear 
of the receptacle with your finger 
and hold the swab against the ro- 
tating capstan. | 


OTHER CONTROLS AND FEATURES 


Positraction Rear Axle 

The optional Positraction axle 
can provide additional traction on 
snow, ice, mud, sand, gravel, etc. 

During normal driving and cor- 
nering, the Positraction unit func- 
tions as a standard axle. However, 
when either drive wheel encounters 
a slippery enough surface, the Posi- 
traction can continue to provide 
driving force to the wheel having 


the. greater traction, instead of 
merely spinning the wheel which. 


has the least traction. 


Downloaded from www.Manualslib.com manuals search engine 


Power Door Locks 
The optionally available power 
door locks allow you to unlock 


-or lock your doors by operating 


the switch marked “LOCK” located 
on either door panel. The auto- 
matic locking mechanism does not, 
at any time, interfere with manual 
operation of any door lock button. 
The doors will not unlock or open 
with the inside door handle when 
the lock button. is depressed, but 
can be unlocked individually by 
lifting the lock button. 
Roof Luggage Carrier . 

The optional carrier allows load- 
ing of items onto the roof of your 


D a 
è Bós; 


NOTE: The law in many areas re- 
stricts the projection of loads car- 
ried on vehicles, not to extend be- 


yond the left side fender line, nor 
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more than six inches beyond the 
right side fender line. Check your 
local regulations. 


Superlift Air Adjustable 
Shock Absorbers 


Optional Superlift Air Adjust- 
able Shock Absorbers allow you to 


STATION WAGON 


COUPES AND SEDANS 


level the car under various loaded 
conditions. Air is added to the 
rear shock absorbers, as needed, 
through an air valve located in the 
rear bumper as shown in the illus- 
tration. A minimum pressure of 
10-15 psi should be maintained at 
all times. After the car is loaded, 
pressure may be increased until the 
rear of the vehicle returns to the 
normal designed riding height, but 
not to exceed 90 psi. 


KEITREPFEFPMIPEIPARIPRIS FEET: Ts Fg eS 
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Reclining Seat Back 
Caprice Models 

The passenger seat back can be 
reclined rearward approximately 
20 degrees from. normal position 
by lifting the control lever at the 
outboard side of the passenger's 


seat cushion and exerting rearward 
pressure or with no pressure on the 
seat back allow seat back to 
return forward. 


EE RECLINING SEAT! 
| BACK LEVER 


Station Wagon 
The tail ela iad ens: 


DUE rh pene 


ie) 


if for some reason, it is necessary to 
drive with the tailgate window open, the 
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following precautions should be observed: 

e Close ail other windows. 

e Adjust heating or cooling system to 
force outside air into.car as follows: 


1. On Station Wagons not equipped with 
air conditioning, set fan to medium or 
high speed and upper control lever to 
any position except OFF. 

2. On Station Wagons equipped with 
manual air conditioning, set fan to 
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medium or high speed, upper contro! 
lever to any position except OFF, and 
lower control lever to any position 
except extreme left COLD. 


3. On Station Wagons equipped with 


automatic air conditioning, set control 
lever to HI except in hot weather, in 
which case, set lever to AUTO. 

e. On station wagons equipped with out- 
side air vents under or in instrument 
panel, open vents fully. 


NOTE: If the internal power window con- 
trol fails to operate the tailgate ‘window, 
it is probable the window will. still be oper- 
able by means of the exterior key switch 
at the rear of the vehicle. 


| dem N SEAT - 3 es ; A E 
T "LJ. UR LOCK HANDLE E 
: š LINKAGE - - iF. 
wif LOCK. LEVER s l 
i 3 1 i ; 
) "m PUSH DOWN EZJLOWER FILLER PANEL 
Á bt INTO LOCKED: POSITION 
axe 


www. FOLDING (RIGHT SIDE) SEAT IN 
iOS. FORWARD. POSITION. FOR ACCESS 
% TO-THIRD SEAT AREA 5 


OPERATION OF FOLDING SEATS 
The second and third seats of.the signed so they can be converted 
three-seat station wagon are de- into load floors—or into seats from 
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LOCKING SECOND SEAT BACK AND FILLER PANEL | ` 
(Right or Left Seat) INTO LOAD FLOOR POSITION 


C 


the right rear door opening. 
Two-Seat Style Rear Seat 
1. Release the locking lever on 


the right hand side of the rear 
seat back. 


2. Pull seat back forward and 
down. 


3. To raise the seat, lean on the 
front edge of the seat back 
panel to remove tension from 
the filler panel, lift up the filler 
panel, then lift seat back up 
and rearward until it locks into 
place. 


Three-Seat Style Seats 
Second Seat Operation 


1. To. move the right side of the 
second seat forward for access 
or entrance into the third seat 
area, unlock the seat by pulling 
forward the upper lock lever at 
the right side of the seat back, 
then push the seat back forward 
which will move the entire right 

` seat forward (see illustration 
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A). When the seat is returned 
rearward to normal sitting posi- 
tion, the seat automatically locks 
in this position. 


2. a. To lower the right side of the 


second seat back into load 
floor position, unlock the seat 
back by pushing downward 
the linkage lock lever (see il- 
lustration B); then, pull seat 
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THIRD SEAT BACK LOCK 
REMOTE CONTROL HANDLE— 
LIFT TO RELEASE LOCK 


back down. ` 

b. Lift up seat back filler panel 
and place it in load floor posi- 
tion. 

c. Push down on front of seat 
back until rear of filler panel 
is locked in load floor posi- 
tion (see illustration C). 


3, The left side of the second seat 


can be lowered into load floor 


Ade MENT T 
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position from either side of the 
car as follows: 


a. From right side of car—with 
right seat (one third seat) in 
forward or load floor position, 
pull lock remote control han- 
dle (see illustration D) and 
pull seat back down to load 
floor position. Complete oper- 
ation, as described in 2b and 2c. 
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RAISE THIRD SEAT 
BACK BY HANDLE 


b. From left side of car—pull the 
seat back lock lever on the left 
side of the seat back forward 
to release lock; then, pull the 
seat back down to load floor 
position. Complete operation, 
as described in 2a and 2b. 


4, To raise either the right or left 
second seat back, push down on 
front of seat back to release 
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hinged filler panel. Fold hinged 
filler panel forward onto seat 
back. Lift seat back upward un- 
til it locks into seat position. 


Third Seat Operation 

To lower the third seat to load 

floor position proceed as follows: 

1. Move the right side of the sec- 
ond seat forward for access to 
the third seat area. 

2. Release (lift) the third seat back 
remote control lock handle lo- 
cated on the right wheelhouse 
trim (see illustration E) and 
allow seat back to lower to load 
floor position. 

3.Lift up seat back filler panel; 
then, push down on hinge area of 
panel while lowering filler panel 
to lock panel in load floor posi- 
tion (see illustration F). 


To raise the third seat to sitting 
position, proceed as follows: 
1. Move the right side of the sec- 


ond seat forward for access to 
the third seat area. 


2. Lift third seat back hinged filler 
panel rearward onto. seat back, 
then, grasp seat back handle and 

. lift seat back upward until it 
locks in the full “up”. position 
(see illustration G). - Y 


‘Keep belt restraints and buckles 
clear of mechanism when folding 
Seats, to prevent damage to these 
belt systems. 


Retractable Tail Gate 


. The retractable tail gate is de- 
signed to lower into the underbody 
and in general follows the body 
contour during the opening and 
closing cycles. Similarly, the back 
window, which is separate of the 
gate, raises. upward and into the 
space between the roof inner and 
outer panels. s 
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The power operated window can 
be operated by either of two con- 
trol switches; one on the instrument 
panel and one (key operated) on 
the rear of the right hand quarter 
outer panel, adjacent to the tail 
gate. The manually operated tail 
gate may be operated only by the 
rear switch on the body exterior. 
The control switches actuate 
opening cycles when rotated 
clockwise and closing cycles when 
rotated counter-clockwise. For 
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manual tail gate requirements, the 
exterior control switch includes two 
positions, right and left of center 
(vertical) position. Movement of 
the key to the first position (clock- 
wise) raises the tail gate window; 
movement of the winged knob 
(window must be up at least 8 
inches) in the same direction me- 
chanically releases the tail gate for 
manual lowering. A feature of the 
manual tail gate requires the tail 
gate be fully closed before the 
window will lower completely. For 
power operated (optional equip- 
ment) tail gates, the interiór switch 
can only be operated when the 
ignition switch is in the ON posi- 
tion and transmission selector lever 
is.in the “PARK” position. The 
exterior control switch incorpo- 
rates stops for operation of win- 


dow only, tail gate only and simul- upon the distance the switch is ^ a quick continuous motion to the 
taneous operation of window and rotated. fully locked position (above safety 
tail gate (in that order), depending To close tailgate, raise gate with position of lock). 


Concealed Luggage Space 
To gain access to the concealed 

E luggage space, open tailgate and 

i raise lid as shown in illustration. 


et n 


CONCEALED STORAGE AREA 
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In Case of Emergency 


Four Way Hazard 
Warning Flasher 


* Use the warning flasher to warn 
other drivers any time your ve- 
hicle becomes a traffic hazard, 
day or night. .. 


* Avoid stopping on the roadway 
if possible. 


* Turn on the hazard warning 
flasher by pushing in on the but- 
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ton located on the column just 
below the steering wheel. Flasher 
can be actuated with engine igni- 
tion either off or on. 


* Turn signals do not work with 
hazard flashers operating. 


* If the brake pedal is depressed, 
the lights will not flash but re- 
main continuously lit. 


* To cancel the flasher, pull the 
button out. 


Freeing Car From Sand, etc. 


If it becomes necessary to rock 
the car to free it from sand, mud 
or snow, move the selector lever 
on automatic transmission models 
from “D” to “R” in a repeat pat- 
tern while simultaneously applying 
moderate pressure to the accelera- 
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tor. Do not race engine. For best 
possible traction, avoid spinning 
wheels while trying to free the car. 
The use of AC Liquid Tire Chain 
is recommended for temporary as- 
sistance when traction is lost on ice 
Or snow. 


HWITNIITIIIITUNRII 


Towing — 


Proper lifting and towing equip- 
ment is necessary to prevent dam- 
age to the vehicle during any tow- 
ing operation, State (Provincial in 
Canada) and local laws applicable 
to vehicles in tow must be followed. 
Detailed towing instructions are 
available at your Chevrolet dealer. 


\ 


Your Chevrolet may be towed 
on all four wheels, at speeds of less 
than 35 mph, for distances up to 
50 miles, provided the driveline, 
axle, transmission, and steering sys- 
tem are otherwise normally oper- 
able. Use only towing equipment 
specifically designed for this pur- 
pose following the. instructions of 
the towing equipment manufac- 
turer. A separate safety chain sys- 
tem must be used. For such towing 
the steering must be unlocked, 
transmission in neutral and the 
parking brake released. Attach- 
ments must be made to main struc- 
tural members of the car. Do not 
attach to bumpers or associated 
brackets. Remember that power 
brake and power steering assists 
will not be available when engine 
is inoperative. 
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EMERGENCY STARTING 


NOTE: Do not push or tow this 
vehicle to start. Damage to the cata- 
lytic converter and/or to other parts 
of the vehicle may result. 


* A car with a discharged battery 
may be started by using energy 
from a battery in another car— 
called "jump starting". 


Jump Starting 


Jump starting may be dangerous 
and should be attempted only if the 
following three conditions are met. 
If they are not, we strongly recom- 
mend that you leave the starting to 
a competent mechanic. 


e The battery in the OTHER vehi- 
cle must be 72 volt and negatively 
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grounded, like the one in THIS 
car. (Check the. other car's 
owner's manual to see if it is.) 


The battery in THIS car must be 
equipped with flame arrestor 
type filler/ vent caps on all filler 
openings (as was the original- 
equipment Delco battery), or it 
must be a sealed-type battery 
which does not have filler open- 
ings or caps. (Each Delco bat- 
tery flame arrestor cap has a grey 
disc rather than a small hole—see 
illustration. ) 


If the battery is a Delco sealed- 
type battery without filler open- 
ings or caps, its charge indicator 
must be dark, with or without 
green dot showing, see illustra- 
tion. Do NOT attempt jump start- 
ing if the charge indicator has a 
light or bright center. 


DARKENED INDICATOR Jw Could. | 
©) WITH GREEN DOT Ge ks aX dA X 
; Sa * BATTERY CHARGE OK ir e HIZO NATPOHIRITQR. 
TO | + FLUID LEVEL OK mase dedi sua. 
START F; DARKENED INDICATOR a XY bat yä $^ 
(Q NO GREEN DOT ^U A e LR ta 
T" o + BATTERY CHARGE LOW : (or.(2)-dam $ 
Ea a! * FLUID-LEVEL OK —— M a 3 da 
Ie 00 EXTR WERT S SES N ; XA 
DO NOT LIGHT OR BRIGHT INDICATOR ` . | Never expos y. À or 
JUME + BATTERY CHARGE UNKNOWN - 1 M Thr UA SATA j| 
START | Eelecum.spa Heraro 8 gas 
ED FLUID. LEVEL LOW: j Eel e fle DIVA SUUS Da E 
: DES (CHARGE MAY STILL BE tAlowsbatlary- VLR E Fell e i 
es SUFFICIENT TO START. > — PCIE O ERT, $ GRE OND p 
YOUR CAR) ds ; T aol $m 


Jump Start Procedure: 


1. Wear eye protection and remove 
rings, metal watch bands, and 
other metal jewelry. 
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2. Set parking brake firmly. Place 
E "automatic : transmission in 
. "PARK" in both vehicles (don't 


let vehicles touch); turn ignition 


key to LOCK in car with dis- 


charged battery (Neutral and 


a “OFF” in cars with manual 


transmission). Also turn off 


— lights, heater, and alli unnecessary 
E electrical loads. ; 


. Attach one én - a jumper 


cable to one battery's positive 
terminal (identified by. a red 
color, “+”, or "P" on the bat- 
tery case, post, or clamp), and 


= the other end of the same cable 
to the positive terminal of the 


other battery. 


4. Attach the remaining jumper Engine Coolant 
cable FIRST to the negative - — 
terminal (black color, *—", or) TION: HH 
“N”) of the OTHER vehicle’s i 
battery, (regardless of which i | 
vehicle has the discharged bat- 7; ! ps 
tery) and THEN to the negative E 
terminal of the battery in THIS ‘gree 

car—thus taking advantage of f j 

L^ 
! 


- 
<= 


the flame arrestor feature on the 
battery in THIS car, should a 
spark occur. - 


Preparation 
e Park on level surface and set 
parking brake firmly. l 
ks on the ree. e Set automatic transmission in 
PET Jh ; z park. ; ; 
3 


. Start the engine in the vehicle city 
that is providing the jump start /Sjeroln 1 6%) 
(if it was not running). Let run 
a few minutes, then start the en- 
gine in the car that has the dis- 
charged battery. 


Cn 


e Activate hazard warning flasher. 


Instructions : 
1. After removing spare wheel and . 


6.Reverse the above sequence tire, jack, jack base, and jack 


EXACTLY when removing the 
jumper cables, taking care to 
remove the cable from the nega- 
tive terminal of the battery in 
THIS car as the FIRST step. 
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handle (wheel nut wrench), pro- 
ceed with changing the wheel 
as follows: 


2. When removing rear wheel, re- 


move wheel opening cover (if so 


| VERTICAL p^ ( 


equipped) by reaching under the 
cover (forward of center) and 
unhooking and pulling down on 
the locking rod located on the 
bottom inside edge of the cover 
flange. Tip cover outward at the 
top while raising up and away 
from the mounting hooks, 


3. Remove hub cap or wheel cover MAR 
with flat end of wheel nut 5. Base must sit flat with column 
wrench and loosen, but do not 4. With column assembly seated in angled as shown in illustration. 
remove nuts, by turning coun- base and lever in “UP” position, — 6. Always operate jack with slow 
terclockwise. insert jack hook in bumper slot. smooth motion. 

3-5 
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7. Raise vehicle so tire just clears 
surface, replace wheel and slight- 
ly tighten wheel nuts. 


8. With lever in “DOWN” position, 
lower vehicle then fully tighten 
wheel nuts in a criss-cross 
sequence. After changing wheels, 
be sure to have a mechanic check 
the wheel tightness with a torque 
wrench, and correct if necessary, 
to 100 ft-lbs. 


for Easier Tire ` 
Removal Use Left 
Hand To Pu 

Tire Extractor 


inboard 


Carefully install hub cap or 
wheel cover and rear wheel ——" 
opening cover, if so equipped, on i 


rear wheel. 


10. When possible check inflation with tire placard affixed to the 
of replacement tire to agree left front door. 
3-6 
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APPEARANCE CARE 


CARE AND CLEANING OF 
INTERIOR TRIM 


IMPORTANT: Be sure vehicle is 
well ventilated while using any 
cleaning agents. Follow manufac- 
turer’s recommendations in using 
such products. 


With the advent of modern trim 
materials composed of synthetic 
plastics and/or man made fibers, 
it is EXTREMELY IMPORTANT 
that proper cleaning techniques 
and cleaners be used when clean- 
ing interior trim. Failure to do this 
on the first cleaning may result in 
water spots, spot rings, setting of 
stains or soilage, all of which make 
it more difficult or impossible to 
remove in a second cleaning. 

Certain portions of the following 
cleaning instructions are in bold 
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type; they are particularly impor- 
tant and must be performed. 

Dust and loose dirt that accu- 
mulates on interior fabric trim 
should be removed frequently with 
a vacuum cleaner, whisk broom or 


DESCRIPTION* 
G.M. Spot Lifter (8 oz. Solvent Type) 


G.M. Multi-Purpose Powdered Cleaner (16 oz. Foam Type) 


soft brush. Vinyl or leather trim 
should be wiped regularly with a 
clean damp cloth. Normal trim 
soilage, spots or stains can be 
cleaned with the following G.M. 
cleaners. 


G.M. PART NO. 


1051398 
1050803 


*The above cleaners are EXCELLENT CLEANERS when used properly according to 
directions on containers. They are available through your Chevrolet Dealer. 
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NEVER use gasoline, nail polish 
remover or acetone, lacquer thin- 
ners, bleaches, etc. Some basic 
steps should. be remembered before 
the cleaning is attempted: 


1. Remove stains as quickly as pos- 
sible before they become “set”. 


2. Use a clean cloth or sponge and 
change to a clean area fre- 
quently. (A soft brush may be 
used if stains persist.) 


3. Use solvent type cleaners in a 
well ventilated area, also, do not 
saturate the stained area. 


4. If a ring should form after spot 
cleaning, the entire area of the 
trim assembly should be cleaned 
immediately. 


5. Follow instructions on the label 
of the cleaner. 
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HIR UI 


Cleaning General Soilage 
or Water Spots from Fabric 
Type Trim with Foam Type 
Cleaner 


G.M. Multi-Purpose Powdered 
Cleaner is excellent for this type 
cleaning and for cleaning a panel 
section where a minor cleaning ring 
may be left from spot cleaning. 


Vacuum area thoroughly to re- 
move excess loose dirt. ALWAYS 
clean a full trim assembly or com- 
plete trim section—mask adjacent 
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trim along stitch or welt lines. Mix 
Multi-Purpose Powdered Cleaner 
in strict accordance with directions 
on label of container—mix propor- 
tionally for smaller quantities. USE 
SUDS ONLY ON A CLEAN 
SPONGE or SOFT BRISTLE 
BRUSH—DO NOT WET FAB- 
RIC EXCESSIVELY OR RUB 
HARSHLY WITH BRUSH. IM- 
MEDIATELY AFTER CLEAN- 
ING WIPE OFF ANY CLEANER 
RESIDUE WITH SLIGHTLY 
DAMP ABSORBENT TOWEL 
OR CLOTH. IMPORTANT — 
IMMEDIATELY AFTER WIP- 
ING, FORCE-DRY FABRIC 
WITH AIR HOSE, HEAT DRY- 
ER OR HEAT LAMP. (Use cau- 
tion with heat dryer or heat lamp 
to. prevent damage to fabric.) 
When trim materials with a sheen 
or luster finish are dry, wipe fabric 
lightly with a soft, dry clean cloth 
to restore sheen or luster. 


Spot Cleaning Fabric Type 
Trim Materials with Solvent 
Type Cleaner 


Before attempting to remove 
spots or stains from fabric, deter- 
mine as accurately as possible the 
nature and age of the spot or stain. 
Some spots or stains can be re- 
moved satisfactorily with water or 
mild soap solution (refer to ac- 
companying “Removal of Specific 
Stains”). For best results, spots or 
stains should be removed as soon 
as possible. Some types of stains 
or soilage such as lipstick, some 
inks, certain types of grease etc., 
are extremely difficult and, in some 
cases, impossible to completely re- 
move, When cleaning this type of 
stain or soilage, care must be taken 
not to enlarge the soiled area. It is 
sometimes more desirable to have 
a small stain than an enlarged stain 
as a result of careless cleaning. - 

G.M. Spot Lifter (Solvent Type) 
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is excellent for spot cleaning stains 
containing grease, oil or fats from 
fabric type trim. Excess stain 
should be gently scraped off trim 
material with a clean DULL knife 
or scraper. USE VERY LITTLE 
CLEANER, light pressure, and 
clean cloths (preferably cheese 
cloth). Cleaning action should be 
from outside of stain FEATHER- 
ING towards center of stain and 
constantly changing to a clean sec- 
tion of cloth. When stain is cleaned 
from fabric, immediately dry area 


with an air hose, heat dryer or heat . 


lamp to help prevent a cleaning 
ring (use caution with heat dryer 
or heat lamp to prevent damage to 
fabric material). If a ring forms, 
immediately repeat the cleaning 
operation over a slightly larger 
area with special emphasis on 
FEATHERING towards center of 
area, If ring still persists, mark 
off adjacent trim sections and clean 
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entire affected trim. panel section 
with G.M. Multi-Purpose Powdered 
Cleaner as previously described 
under “Cleaning General Soilage 
or Water Spots with Foam Type 
Cleaner.” 


Removal of Specific Stains 


Grease or Oil Stains—Includes 
grease, oil, butter, margarine, shoe 
polish, coffee with cream, chewing 
gum, cosmetic creams, vegetable 
oils, wax crayon, tar and asphalts. 
Carefully scrape off excess stain; 
then use Spot. Lifter (Solvent 
Type) as previously described. 
Shoe polish, wax crayons, tar and 
asphalts will stain if allowed to 
remain on trim; they should be 
removed as soon as.possible—use 
caution as cleaner will dissolve 
them and may cause them to bleed. 


Non-Greasy Stains—Includes cat- 
sup, coffee (black), egg, fruit, fruit 


juice, milk. soft drinks, wine, vomit 
and blood. Carefully scrape off ex- 
cess stain; then sponge stain with 
cool water. If stain remains use 
Multi-Purpose Powdered Cleaner 
(Foam Type) as previously de- 
scribed. If odor persists after clean- 
ing vomitus or urine, treat area with 
a water-baking soda solution (1 
teaspoon baking soda to 1 cup of 
tepid water)—finally, if necessary, 
clean lightly with Spot Lifter (Sol- 
vent Type). ` 


IMPORTANT: fn the event white 
or light-colored seat trim becomes 
stained due to contact with materials 
that do not have color-fast dyes 
(certain types of casual clothing, 
decorative paper, etc.) the trim 
must be cleaned IMMEDIATELY 
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to avoid permanent discoloration. 
Clean with Multi-Purpose Powdered 
Cleaner (Foam Type) as previously 
described. 


Combination Stains — Includes 


candy, ice cream, mayonnaise, chili 


sauce and unknown stains. Care- 
fully scrape off excess stain; then 
clean first with cool water and 
allow to dry. If stain remains, clean 
with Spot Lifter (Solvent Type). 


Cleaning Vinyl or Leather 
Trim 

Ordinary soilage can be re- 
moved from vinyl or leather with 
warm water and a mild soap such 
as saddle soap or oil soap, or ap- 
proved equivalent. Apply a small 
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amount of soap solution and allow 
to soak for a few minutes to loosen 
dirt; then, rub briskly with a clean 
damp cloth to remove dirt—and 
soap residues—this operation may 
be repeated several times if nec- 
essary. Some soilage such as tars, 
asphalts, shoe polish, etc. will stain 
if allowed to remain on trim—they 
should be wiped off as quickly as 
possible and the area cleaned with 
a clean cloth dampened with G.M. 
Spot Lifter (Solvent Type). 


Belt Restraint Care 


* Clean only with mild soap solu- 
tion and lukewarm water. 


» Do not bleach or dye belts since 


this may severely weaken belts. 


Interior Glass Surface 

The interior glass surface should 
be cleaned on a periodic basis for 
continued good visibility. A com- 
mercial household glass cleaning 
agent containing ammonia will re- 
move normal tobacco smoke and 
dust films sometimes caused by in- 


gredients used in vinyls, plastics or 


other interior trim materials. 


EXTERIOR APPEARANCE 


Your car is finished with General 


Motors “Magic-Mirror” acrylic lac-. 


quer. This is a finish of maximum 
beauty which, in depth of color, 
gloss retention and durability is 
superior to conventional lacquer 
finishes. 


Washing Your Car 

The best way to preserve the 
finish and maintain original beauty 
of appearance is to keep it clean. 
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Wash the car in lukewarm or cold 
water. Never use strong soap or 
chemical detergents. Cleaning 
agents should be quickly flushed 
from the surfaces. 


Polishing and Waxing 
Your Car 

Although acrylic paint on your 
car is durable, you may wish to 
wax or polish for added protection. 
Your Chevrolet Dealer offers many 
polishes and. waxes now available 
which have proven of real value in 
maintaining a good paint finish. 
When using a tar and road oil 
remover, be certain it is safe for 
use on acrylic painted surfaces. 


Protection of Exterior 
Bright Metal Parts 

Bright metal parts should be 
cleaned regularly to maintain 
luster. Washing with water is all 
that is usually required. However, 
G.M. Chrome Polish may be used 
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on CHROME or STAINLESS 
STEEL trim if necessary. 

Use special care with ALU- 
MINUM. trim. Never use auto 
or chrome polish, steam or any 
caustic soap to clean aluminum. 

A coating of wax, rubbed to a 
high polish, is recommended for 
all bright metal parts. 


Cleaning White Sidewall 
Tires 

Use a tire cleaner which will not 
harm aluminum trim. A stiff brush 
may be used with the cleaner to 
remove road grime and dirt from 
white sidewall tires. 


Cleaning the Optional 


Vinyl Top 


The top should be washed fre- 
quently with neutral soap suds, 
lukewarm water and a brush with 
soft bristles. Rinse top with suffi- 
cient quantities of clear water to 
remove all traces of soap. 


If the top requires additional 
cleaning after using soap and 
water, a mild foaming cleanser can 
be used such as GM Multi-Purpose 
Powdered Cleaner. Rinse the whole 
top with water; then apply a mild 
foaming type cleanser on an area of 
approximately two. square feet. 
Scrub area with a small soft bristle 
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hand brush, adding water as neces- 
sary until the cleanser foams to a 
soapy consistency. Remove the first 
accumulated soilage with a cloth 
or sponge before it can be ground 
into the top material. Apply addi- 
tional cleanser to the area and 
scrub until the top is clean. Care 
must be exercised to keep the 


cleanser running onto body finish 
as it may cause streaks if allowed 
to run down and dry. After the en- 
tire top has been cleaned, rinse gen- 
erously with clear water to remove 
all traces of cleanser. Do not use 
volatile cleaner or household bleach- 
ing agents on the top material. 


Part Number 


1050001 


1050017 
1050019 


1050027 


1050028 


1050172 
1050173 


1050174 
1050223 
1050422 


1050427 


APPEARANCE CARE AND MAINTENANCE MATERIALS 
Available from your Chevrolet Dealer 


Size 


16 oz. 


32 oz. 
16 oz. 


32 oz. 
1 gal. 


16 oz. 
16 oz. 


16 oz. 
16 oz. 
12 oz. 


23 oz. 


Description 


Washer Solvent and Gas 
Line De-Icer 


Power Steering Fluid 

Spray-A-Squeak 

Permanent Type Coolant 
and Anti-Freeze 


Permanent Type Coolant 
and Anti-Freeze 


Tar and Road Oil Remover 


Chrome Cleaner and Polish 


White Sidewall Tire Cleaner 
Finish Guard Cleaner 
Heat Valve Lubricant 


Glass Cleaner 
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Usage 


Prevents windshield solvent and 
gas lines from freezing 


Power Steering Pump 


Stops metal-to-metal squeaks and 
metal-to-rubber squeaks 


Year-around coolant and anti-freeze 
for your radiator 


Same as above 


Removes old wax, polish, tar and road oil 


Removes rust and corrosion from 
chrome or stainless steel 


Cleans whitewall and blackwall tires 
One-step cleaner and wax 


Frees up sticky heat risers; 
general-purpose penetrating oil 


Cleans glass and vinyl 


Part Number 


1050520 
1050729 
1050803 


1 051 055 


1051186 — 


1051398 | 


1051515. 


1051516 


1051772 
1051855 


1051858 


Size - 


16 oz. 
8 oz. 


1 Ib. 


E 16 Oz. 
2215 oz. 
8 oz. 


32 OZ. . 


320z. 


20 oz. 
32 oz. 


16 oz. 


Description : 


Lubriplate (White Grease) 
Vinyl Top Cleaner 


Multi-Purpose Powdered 
Cleaner 


Preservatone | 


GemGlo ~ 


Spot Lifter 


Optikleen 


Washer Solvent and 


Gas Line De-Icer 


- Presoftened Cleaner/ Wax 


Dexron Il 


G.M. Super E.O.S. 
. (Engine Oil Supplement) 
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Usage 


Hood, Trunk and Door Hinges and Latches 
Cleans optional vinyl tops 


Cleans vinyl and cloth on door trim, 
-seats and carpet; also tires and mats 


Preserves finish on vinyl fabric 


Quick clean-up and wax; for slightly dirty finishes 


Spot and stain removal on cloth and fabric 
Windshield Washer solvent,and anti-freeze 


Same as 1050001 
One-step cleaner and wax - 
Automatic Transmission fluid _ 


Consult your Dealer for usage 


SERVICE AND MAINTENANCE - 


The time or mileage intervals on 
the following pages are intended 
as a guide for establishing regular 
maintenance and lubrication per- 
iods for your car. Sustained heavy 
duty or high speed operations or 
operation under adverse conditions 
may necessitate more frequent ser- 
vicing. To determine specific rec- 
ommendations for conditions un- 


der which you use your car, con- 
sult your authorized Chevrolet 
Dealer. 


Maintenance Schedule 

For owner convenience, a sepa- 
rate maintenance folder has been 
provided with your car which con- 
tains a complete schedule and brief 
explanation of the safety, emission 


control, lubrication and general 
maintenance it requires. The main- 


.tenance folder information is sup- 


plemented by this section of the 
Owner's Manual, as well as a 
Warranty Information folder also 
furnished with your car. Read all 
three publications for a full under- 
standing of vehicle maintenance 
requirements. i 


Fuel | 
Requirements 


Your Chevrolet engine is de- 
signed to operate only on unleaded 
gasoline. Unleaded gasoline is essen- 
tial for proper emission control 
system operation, and it will mini- 
mize spark plug fouling. The use of 
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leaded gasoline can damage or 
severely reduce the effectiveness of 
the emission control system and re- 
sult in loss of warranty coverage. 


Use unleaded gasoline meeting 


. the minimum octane specifications 


established by the Federal govern- 
ment. In compliance with Federal 
regulations, pumps dispensing such 
gasoline are labeled with the word 


5-1 


UNLEADED and are equipped 
with dispensing nozzles which fit 
the filler neck of your car's gaso- 
line tank. 

. Supplementary gasoline addi- 
tives which contain lead and or 
phosphorus should not be used 
under any circumstances. Such 
additives can severely reduce the 
effectiveness of your catalytic con- 
verter. 


Gas Cap—The fuel tank filler cap 
has a “screw-on ratcheting type” 
feature for proper gas tank sealing. 
To remove: 


e Rotate cap counterclockwise to 
clear the inside of the filler neck. 
This will allow any residual pres- 
sure to escape. 


e To install, reverse this procedure 
and tighten cap securely until a 
“ratcheting”, clicking sound is 
heard indicating proper cap to 
filler neck sealing. 


NOTE: If this cap requires a re- 
placement, only a cap with these 
same features should be used. Fail- 
ure to use the correct cap can result 
in a serious malfunction of the sys- 
tem. Correct replacement caps may 
be obtained from your authorized 
Chevrolet dealer. 
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ENGINE ITEMS 


Engine Oil and Filter 
Recommendations 


* Use only SE engine oil. 


* Change oil each 6 months or 
7,500 miles, whichever occurs 
first, except under the following 
conditions: * 

—driving in dusty conditions 

—trailer pulling 

—extensive idling 

—short-trip operation at freez- 
ing temperatures (engine not 
thoroughly warmed-up). 

*Under these conditions, change oil 

each 3 months or 3,000 miles, 
whichever occurs first. 

* Operation in dust storms may 
require an immediate oil change. 

e Replace the oil filter at the first 
oil change, and every second oil 
change thereafter. AC oil filters 
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provide excellent engine pro- 
tection. 


See your Chevrolet dealer for ad- 
vice on the frequency of'oil and 
filter changes under unusual driving 
conditions. 


The above recommendations ap- 
ply to the first change as well as 
subsequent oil changes. The oil 
change interval for your Chevrolet 
engine is based on the use of SE 
oils and quality oil filters. Oil 
change intervals longer than those. 
listed above will seriously reduce 
engine life and may affect Chevro- 
let obligation under the provisions 
of the New Vehicle Warranty. 


NOTE: Non-detergent and other 
low quality oils are specifically not 
recommended. Only the use of SE 
engine oils and proper oil and filter 
change intervals assure you of con- 
tinued proper lubrication of your 
Chevrolet engine. 


TA 


A high quality SE. oil was in- 
stalled in your engine at the factory. 
It is not necessary to change this 
factory-installed oil prior to the 
recommended normal change pe- 
riod. However, check the oil level 
more frequently during the break- 
in period since higher oil consump- 
tion is normal until the piston rings 
become seated. 


Recommended Viscosity 


To help assure good cold and hot 
starting, as well as maximum en- 
gine life, fuel economy and oil 
economy, select the proper oil vis- 
cosity for the temperature range 
anticipated from the following 
chart: 


RECOMMENDED SAE VISCOSITY GRADES 


10 Q 


60 80 


30 40 


ee MA FT te tora 
TEMPERATURE RANGE ANTICIPATED BEFORE NEXT OIL CHANGE 


NOTE: SAE 5W-30 oils are recommended for all seasons in vehi- 
cles normally operated in Canada. SAE 5W-20 oils are not 
recommended for sustained high-speed driving. SAE 30 
oils may be used at temperatures above 40°F. (4°C.) 
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Checking Engine Oil Level 


The engine oil should be main- 
tained at proper level. The best 
time to check it is as the last step in 
a fuel stop. This will allow the oil 
accumulation in the engine to drain 
back in the crankcase. To check the 
level, remove the oil gauge rod (dip - 
stick), wipe it clean and reinsert it 
firmly for an accurate reading. The 
oil gauge rod is marked “FULL” 
and “ADD.” The oil level should be 
maintained in the safety margin, 
neither going above the “FULL” 
line nor below the “ADD” line. 
Reseat the gauge firmly after taking 
the reading. 


Supplemental Engine Oil 
Additives 


The regular use of supplemental 
additives is specifically not recom- 
mended and will increase operat- 
ing costs. However, supplemental 
additives are available that can ef- 
fectively and economically solve 
certain specific problems without 
causing other difficulties. For ex- 
ample, if higher detergency is re- 
quired to reduce varnish and sludge 
deposits resulting from some un- 
usual operational difficulty, a thor- 
oughly tested and approved addi- 
tive—“G.M. Super Engine Oil Sup- 
plement"—is available at your Chev- 
rolet dealer. In the event of an 
operational problem, consult your 
dealer for advice before using sup- 
plemental additives. 
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Air Cleaner 


filter element is necessary, an AC 
ACron air filter element is recom- 
mended. 


Drive Belts 

Every 12 months or 15,000 
miles—inspect drive belts for wear, 
fraying, cracking, and tension, Belts 
which are in poor condition should 
be replaced immediately. 

Check tension by applying mod- 
erate thumb pressure midway be- 
tween pulleys. If the center-to- 
center distance between pulleys is 
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13 to 16 inches, the belt should de- 
flect V2 inch. If the center-to-center 
distance is 7 to 10 inches, the belt 
should deflect 1⁄4 inch. Loose belts 
should be retensioned to give the 
correct deflection. 


7" TO 10" 
1/4" DEFLECTION 


13" TO 16" 
/2" DEFLECTION 


E 
OE. 


TRANSMISSION ITEMS 


Automatic Transmission— 
Fluid Level 


Recommendations 


Use automatic. transmission 
fluids identified with the mark 


P ,, DEXRON®-II available from your. 
^ Chevrolet dealer or local service 


station. 

Check the fluid level at each en-. 
gine oil change period, 

Automatic transmissions are fre- 
quently overfilled because the fluid 
level is checked when the fluid is 
cold and the dipsick indicates fluid 
should be added. However, the low 
reading may be normal since the 
fluid level will rise as the fluid tem- 
perature increases. A level change 
of over 24 inch will occur as fluid 
temperature rises from 60? F. to 
180? F. (16? C. to 82? C.) 

Overfilling can cause foaming 
and loss of fluid through the vent. 


“(65° -85°F.} (18° -29°C,) 
COOL HOT 


NOTE: DO NOT OVERFILL. It takes only one pint to raise 
level from ADD to FULL with a hot transmission. 


Slippage and transmission failure 
can result. 

Fluid level too low can cause 
slipping, particularly when the 
transmission is cold or the car is 
on a hill, 

Check the transmission fluid 
level with the engine running, the 
shift lever in Park, and the car 
level, 

Remove the dipstick and touch 
the transmission end of the dipstick 


NOTE: If the vehicle has recently 
been operated for an extended 
period at high speed or in city 
traffic in hot weather or the vehi- 
cle is being used to pull a trailer, 
an accurate fluid level cannot be 
determined until the fluid has - 
cooled down-—usually about 30 
minutes after the vehicle has been 
parked. ) 


cautiously to find out if the fluid is 
cool, warm or hot. 


Wipe it clean and re-insert until 
cap seats. Remove dipstick and 
note reading. 


* If the fluid feels cool, about room 
temperature (65° F. to 85° F.) 
or (18° C. to 29° C.), the level 
should be 4% to % inch below 
the “ADD” mark The dipstick 
has two dimples below the 
“ADD” mark to show this range. 
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e If it feels warm, the level should 
be close to the “ADD” mark 
(either slightly above or below). 

e If it feels hot (cannot be held 
comfortably) the level should be 
between the “ADD” and 
“FULL” marks. 


NOTE: DO NOT OVERFILL. It : 


takes only one pint to raise level 
from ADD to FULL with a hot 
transmission. 


Automatic Transmission— 
Drain Intervals 


The transmission operating tem- 
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perature resulting from the type of 
driving conditions under which 
your vehicle is used is the main 
consideration in establishing the 
proper frequency of transmission 
fluid changes. | 


If you do not use your vehicle 
under severe conditions, change the 
fluid and filter every 60,000 miles. 
Refer to section 6, "Specifications", 
for required fluid quantities. 


If the vehicle is usually driven 
under one or more of the follow- 
ing conditions — considered severe 
transmission service — change. the 
transmission fluid and filter every 
15,000 miles. 
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* In heavy city traffic. 


e Where the outside temperature 
regularly reaches 90°F (32°C) 
for extended periods. 


* In very hilly or mountainous 
areas. 


e Frequent trailer pulling. 


* Commercial uses, such as taxi, 
police car or delivery service. 


Transmission Shift Linkage 


Every 7,500 miles or 6 months 
lubricate shift linkage with water 
resistant EP chassis lubricant which 
meets GM specification 6031M. 


ENGINE COOLING 
SYSTEM 

The recovery type cooling sys- 
tem is standard on all Chevrolet 
passenger cars. The coolant ex- 
pands with rising temperature and 
the overflow is collected in the 
recovery tank. When the system 
temperature drops, the coolant is 
drawn back into the radiator. The 
cooling system has been filled at 
the factory with a high-quality, in- 


hibited, year-around coolant that 


meets the standards of General 
Motors Specification 1899-M. This 
coolant solution provides freezing 
protection to —20°F (—28°C), 
and in Canada to —35°F 
(—37°C), and it has been formu- 
lated to be used without replace- 
ment for two years or 30,000 miles. 
After two years or 30,000 miles, 
the coolant should be drained. to 
prevent rust or corrosion in the 
radiator and engine. i 
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Cooling System Care 

Do not remove radiator cap to 
check coolant level, but check visu- 
ally in the “see thru” coolant re- 
covery tank at least as frequently 
as needed. Level: should be at the 
“full cold” mark on the recovery 
tank when the system is cold and 
at the “full hot” mark at normal 
operating temperature. Add a 50/ 
50 mixture of high-quality ethylene 
glycol antifreeze and water for 
coolant additions. If frequent addi- 
tions are required, see your dealer 
for a cooling system check. 


NOTE: If recommended quality 
antifreeze is used, supplemental in- 
hibitors or additives claiming to 
provide increased capability are not 
necessary. They may be detrimen- 
tal to the efficient operation of the 
system, and represent an unneces- 
sary operating expense. 


5-7 


The cooling system should be 
serviced every year as follows: 


1. Wash radiator cap and filler neck 
with clean water. 


2. Check coolant for proper level 
and freeze protection. 


3. Test system and radiator cap for 
proper pressure holding capacity 
(15 psi). If required, use cap 
designed by AC for coolant re- 
covery systems, and specified for 
your model. 


4. Tighten hose clamps and inspect 
all hoses. Replace hoses if swol- 
len, checked or otherwise deteri- 
orated. 


5. Clean frontal area of radiator 
core and air conditioning con- 
denser. 


: Every two years or 30,000 miles, 
whichever occurs first, the cooling 
system should be flushed and re- 
filled using the following recom- 

 mended procedure: 

1. Remove radiator cap when en- 

. gine is cool: 

e Rotate cap slowly counter- 
clockwise to detent (Do not 
press down while rotating.) 

« Wait until residual pressure 
(indicated by a hissing 
sound) is relieved, then press 
down on cap and continue 

- .- to rotate counterclockwise. 

2. Run engine, with radiator cap 

removed, until upper radiator 


hose is hot (indicates. thermo- 
stat is open). 


a S 


ad 


TAA MAC Y i 
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. Stop engine and open radiator 


valve to drain coolant. (Opera- 
tion may be speeded by remov- 
ing drain plugs in the. block.) 


. Close valve (install block drain 


plugs, if removed) and add 


sufficient water to fill system. 


; Repeat steps 1, 2, 3, and 4, a 
sufficient number of times until 


the drained liquid is nearly 


colorless. 


.Allow system to drain com- 


pletely and then close radiator 
drain valve tightly. (Install 


block drain plugs, if removed.) 


. Remove recovery cap leaving 


hoses in place. Remove coolant 
recovery tank, empty fluid, 
scrub and clean bottom and 
sides of tank with detergent and 
water, flush well with clean 
water, drain and reinstall. 
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8. 


Add. sufficient ethylene glycol 
. coolant, meeting GM Specifica- 
tion 1899*M, to provide the re- 


- quired freezing and corrosion 


10. 


protection—at least a 50 per- 
cent solution —34°F, —37°C. 
Fill radiator to the base of the 
radiator filler neck and bring 
level of coolant in the recovery 
tank to the "FULL HOT" 
mark. Reinstall recovery tank 
cap. - DE 


. Run engine, with radiator cap 
removed, until radiator upper 
hose becomes hot. 


With engine idling, add coolant 
to radiator until level reaches 
bottom of filler neck; install cap 
making certain arrows line up 
with overflow tube. 


It is the owner's responsibility to: 


e Maintain cooling system freeze 


protection at —20°F (—28°C) or 
below to ensure protection against 
corrosion and loss of coolant 
from boiling even though freezing 
temperatures are not expected. 
* Add ethylene glycol base coolant 
that meets GM Specification 
1899-M when. coolant additions 
are required because of coolant 
loss or to provide additional pro- 
tection against freezing at tem- 


peratures lower than —20?F. 


(—28?C), and in Canada to 
—35*F (—37°C). 


NOTE: Alcohol or methanol base 
coolants or plain water are not 
recommended for your vehicle at 
any time. 
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Radiator Pressure Cap ^ 
The radiator cap, a 15 lb. pres- 
sure type, must be installed tightly, 
otherwise coolant may be lost and 
damage to engine may result from 


. overheating. Radiator pressure caps 


should be checked periodically for 
proper operation. If replacement is 
required specify AC. 


Thermostat 

The cooling system is protected 
and controlled by a thermostat that 
maintains a satisfactory engine 
operating temperature. This ther- 
mostat is installed in the engine 
coolant outlet and is designed for 
continuous use through both winter 
and summer. When replacement is 
necessary, Delco parts are recom- 
mended. 


5-9 


CHASSIS ITEMS 
Rear Axle Lubricant 


Standard — Every 6 months or 
7,500 miles, whichever occurs first, 
check lubricant level and add lubri- 
cant, if necessary, to fill to level of 
filler plug hole. Use SAE 80W or 
SAE 80W-90 GL-5 Gear Lubricant. 
cant. (For vehicles operated in 
Canada, use SAE 80W Gear Lubri- 
cant.) 


Positraction — Drain and refill 
after the first 15,000 miles then 
maintain same as standard axle but 
use only the special positraction lu- 
bricant available from your Chev- 
rolet Dealer, part number 1051022. 


Rear Universal Joint Fitting 
—Except Wagons 

Every 6 months or 7,500 miles— 
lubricate universal joint with water 
resistant EP Chassis Lubricant 
Part number 1050679 which meets 
GM Specification 6040M. 


Front Suspension 


Every 6 months or 7,500 miles 
Lubricate fittings with water re- 
sistant EP Chassis Lubricant which 
meets GM Specification 6031M. 


NOTE: Ball joints should not be 
lubricated unless their temperature 
is +10°F (—12?C), or higher. 
During cold weather, they should 
be allowed to warm up as necessary 
before being lubricated. 


Steering Linkage 


Every six months or 7,500 miles, 
lubricate fittings with water resist- 
ant EP Chassis Lubricant which 
meets GM Specification 6031M. 
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Power Steering System 


Check the fluid level in the pump 
reservoir at each oil change period. 


Add GM Power Steering Fluid 
(or Automatic Transmission Fluid 
DEXRON*®-II) as necessary to 
bring level into proper range on 
filler cap indicator depending upon 
fluid temperature. 


If at operating temperature (ap- 
proximately 150°F, 66°C—hot to 
the touch), fluid should be between 
“HOT” and “COLD” marks. If at 
room temperature (approximately 
70°F, 22°C), fluid should be be- 
tween “ADD” and “COLD” marks. 
Fluid does not require periodic 
changing. 
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di 


"HOT" MARK 


"COLD" MARK 


Front Wheel Bearings 


Every 30,000 miles—clean and 
repack with a high melting point 
wheel bearing lubricant. Use wheel 
bearing lubricant GM Part No. 
1051344 or equivalent. This is a 
premium high melting point lubri- 
cant. When replacement is neces- 
sary specify Delco parts. 


Brakes 

Brake linings should be periodi- 
cally inspected for wear by a quali- 
fied technician. The frequency of 
this inspection depends upon driv- 
ing conditions such as traffic or 
terrain, and also the driving tech- 
niques of individual owners. Your 
Chevrolet Dealer is best qualified 
to advise you as to how often this 
inspection should be performed. 
When replacement is required, 
specify GM and Delco parts. 


REMINDER: The front disc 
brakes have a built-in wear indica- 
tor that is designed to make a high 
frequency, squealing or cricket-like 
warning sound when the linings are 
worn to where replacement is re- 
quired. The sound will occur inter- 
mittently or continuously when 
wheels are rolling, but will dis- 
appear when the brake pedal is 
firmly applied. Also see the brake 
checks listed.in the Maintenance 
Schedule folder. 
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Master Cylinder—Every 6 months 
or 7,500 miles — Check fluid level 
in each reservoir and maintain 
14" below lowest edge of each filler 
opening with Delco Supreme No. 
11 or DOT-3 hydraulic brake fluid. 
^" BELOW 

TOP EDGE 


Parking Brake Pulley, Cables 
and Linkage—Every 6 months or 
7,500 miles — Apply water resis- 
tant EP Chassis Lubricant which 
meets GM Specification 6031M, to 
parking brake cable at cable guides 
and at all operating links and levers. 


: Accelerator Linkage 


Lubricate with engine oil every 
15,000 miles as follows: 


1. V-8 Engine—lubricate cable pin 
‘at the carburetor lever. 


Hinges 

The following points should be 
checked and lubricated every 6 
months or 7,500 miles, whichever 
occurs first: hinges on all doors, 
fuel filler door, trunk lid, door lock 
striker and door jamb switches. 
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Hood Latches 


Every 6 months or 7,500 miles 
whichever occurs first, lubricate 
hood latch assembly and hood 
hinge assembly as follows: 


1. Wipe off any accumulation of 
dirt or contamination on latch 
parts. 


2. Apply Lubriplate or equivalent 
to latch pilot bolts and latch 
locking plate. 


3. Apply light engine oil to all 
pivot points in release mecha- 
nism, as well as primary and 
secondary latch mechanisms. 


4. Lubricate hood hinges. 


5. Make hood hinge and latch 
mechanism functional check to 
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assure the assembly is working 
correctly. 


Air Conditioning 

Have your Chevrolet Dealer 
check your Air Conditioning sys- 
tem at some time during the winter 
months to be sure there has been 
no loss in cooling output. During 
the summer, see your Chevrolet 
Dealer immediately if you suspect 
the system is not performing as it 
should. 


NOTE: Your car's air condition- 
ing system will not operate be- 
low ambient temperatures of 30°F 
(—1°C) regardless of control 


position. 


UNDERBODY 
MAINTENANCE 


The effects of salt and other cor- 
rosive materials used for ice and 
snow removal and dust control can 
result in accelerated rusting and 
deterioration of underbody com- 
ponents such as brake and fuel 
lines, frame, underbody floor pan, 
exhaust system, ‘brackets, parking 
brake cables, etc. These corrosive 
effects, however, can be reduced 
by periodic flushing of the under- 
body with plain water. 

In geographic areas having a 
heavy concentration of such cor- 
rosive materials, it is recommended 
that the complete underbody be 
inspected and flushed at least once 
each year, preferably after a win- 
ters exposure. Particular atten- 
tion should be given to cleaning 
out underbody members where dirt 
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and other foreign materials may 
have collected. 

If desired, your Chevrolet dealer 
can perform this service for you. 
In addition, he can provide recom- 
mendations on undercoating mate- 
rials which will help protect your 
vehicle from corrosion. 


DARKENED INDICATOR 
9 WITH GREEN DOT 
* BATTERY CHARGE OK 


* FLUID LEVEL OK 


DARKENED INDICATOR 
@ NO GREEN DOT 
* BATTERY CHARGE LOW 


* FLUID LEVEL OK 


LIGHT OF BRIGHT INDICATOR 
* BATTERY CHARGE UNKNOWN 
* FLUID LEVEL LOW 

(CHARGE MAY STILL BE 


SUFFICIENT TO START 
YOUR CAR) 


TIRES 


The factory installed tires on 
your vehicle, shown in the Tire 
Usage Chart, are engineered to pro- 
vide a proper balance of these per- 
formance characteristics for normal 
vehicle operation: 

Endurance 

Handling 

Noise. 

Ride. 

Road. Hazard Resistance 
Rolling Resistance 

Traction 

Tread Mileage - 

This section contains some tips 
on how you can obtain maximum 
benefit from these tires and your 
investment in them. 


e 9 9 9.9 9 è oò 


Vehicle Loading 
When inflated as recommended 
on the tire pressure placard, located 
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on the left door of your vehicle, the 
tires originally installed will operate 
satisfactorily at all normal highway 
loads and speeds. Do not load your 
vehicle beyond the capacity shown 
on the tire placard. This represents 
the design capacity of the vehicle, 
not merely of the tires, 

Station Wagon loads should be 
distributed as far forward as pos- 
sible. Luggage racks do not in- 
crease the maximum vehicle load 
capacity specified on the tire pla- 
card. | i 


Inflation Pressure 

Tire cold inflation pressures 
listed on the tire placard provide 
for the best combination of tire life, 
riding comfort, and vehicle hand- 
ling for normal driving conditions. 
Use of the highest pressures shown 
on the placard will result in im- 
proved fuel economy. For those 
owners who prefer the utmost in 
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tcl] RECOMMENDED TIRE PRESSURES 


(PSE COLD} 
VEHICLE LOAD FRONT REAR 


UP TO VEHICLE 
CAPACITY 


RECOMMENDED TIRE SIZE(S) 
(USE ONLY IN SETS) LOAD RANGE 


BECAUSE Of POSSIBLE ADVERSE EFFECTS ON 
VEHICLE HANDLING, DO NOT MIX RADIAL TIRES 
WITH OTHER TYPE TIRES ON THE SAME VEHICLE. 

es 


VEHICLE CAPACITY: 


SEE OWNERS MANUAL FOR ADDITIONAL INFORMATION 
PRINTEO IN USA 


comfort, the reduced tire pressures 
listed on the placard may be used 
when reduced loads of 5 occupants 
or less are carried. Improper tire 
inflation pressures can adversely 
affect tire life and vehicle perform- 
ance. 

Too low an air pressure results 
, in increased tire flexing and heat 


Sedans, Coupes “ 
— except Impala 'S' 
— Impala 'S' 


Station Wagon + 


ENGINE AND BODY STYLE 


build up, weakening the tire and 
increasing susceptibility to damage 
or failure. In addition, low air 
pressure reduces fuel economy and 
may result in abnormal tire wear 
and adverse vehicle handling. Too 
high an air pressure can result in 
harsh ride, increased susceptibility 
to damage from road hazards, and 


STANDARD TIRES 


HR78-15° (Radial) 


All standard tires are blackwall with whitewall optional. 
All tires for sedans and coupes are load range B, except as noted. 
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abnormal wear. 

Tire inflation pressures should 
be checked at least monthly when 
the tires are “cold? and when 
changing the load you plan to carry 
in your vehicle. 

1. The cold tire inflation pressure 
applies to the tire pressure when 

a vehicle has not been driven for 


OPTIONAL TIRES 


G78-15 (Bias Belted) 
HR-78-15 W/S (Radial) 


G78-15 (Bias Belted) G78-15 W/S (Bias Belted) 
LR78-15C (Radial) ` [L78-15C W/S (Bias Belted) 


for 3 hours or more, or driven 
less than 1 mile. 


. It is normal for tire pressures to 
increase 4-8 PSI when the tires 
become hot from driving. Do not 
“bleed” (reduce tire inflation 
pressures) after driving your 
vehicle. Bleeding serves to in- 
creasé tire flexing and heat build- 
up which can result in tire dam- 
age and failure. 


. For sustained driving at turn- 
pike speeds, cold inflation 
pressures should be increased 4 
PSI above the recommended 
cold inflation pressures on the 
tire placard up to a maximum of 
32 PSI for load range B tires, 36 
PSI for load range C, and 40 PSI 
for load range D. Sustained 
speeds above 75 mph are not 
recommended when the 4 PSI 
adjustment would require pres- 
sures greater than the maximum 
pressures above. 
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4. Always use a tire pressure gauge 
(a pocket type gauge is recom- 
mended) when checking infla- 
tion pressures. Underinflated 
radial tires may have the same 
appearance as a properly inflated 
radial tire. Visual inspection of 
tires for inflaton is totally inade- 
quate especially in the case of 
radial tires. If inflation pressure 
of an individual tire is found to be 
consistently low, have your 
dealer find and correct the cause. 

5. Be sure to re-install the tire in- 
flation valve caps, if so equipped, 
to prevent dirt and moisture 
from entering the valve core 
which could cause air leakage. 


Inspection and Rotation 

Your tires perform different jobs 
(front tires are involved with steer- 
ing and rear tires normally with 
propelling the vehicle) and can 
wear differently depending on the 
type of roads driven, individual 
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PROPERLY INFLATED 
BIAS-BELTED TIRE 


NANA 
2272771 
DIDIT 
NTL SENA 


PROPERLY INFLATED 
RADIAL TIRE 


LF | RFE LF RF 
LR ©) RR LR RR 


5 WHEEL ROTATION  & WHEEL ROTATION 
RADIAL TIRES 


BIAS PLY TIRE 
4 WHEEL ROTATION 5 WHEEL ROTATION 


BIAS-BELTED TIRES 


BIAS PLY TIRE 
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driving habits, etc. To obtain maxi- 
mum. tire life you should inspect 
and rotate your tires regularly. 
Many car and tire dealers will per- 
form a free tire inspection. and 
assist you in identifying uneven 
or abnormal tire wear which is 
usually the result of incorrect infla- 
tion pressure, lack of regular rota- 
tion, improper wheel alignment, 
out-of-balance, or poor driving 


_ habits. 


Bias and bias-belted tires should 
be rotated at least every 7,500 
miles. Radial tires should be ro- 
tated at least at the first 7,500 miles 
and then at least at 15,000 mile in- 
tervals thereafter or whenever un- 
even tire wear is noticed. 


Alignment and Balance 

Proper front-end alignment mini- 
mizes tire tread wear. To minimize 
tire wear, your front-end suspen- 
sion components should be in- 
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NOTE: It is recommended that the 
brakes be inspected for wear when- 
ever the tires are rotated. 


spected regularly. See the Mainte- 
nance Schedule folder for more in- 
formation. Some ball-joints have 
built-in wear indicators and some 
movement in the joints is normal. 
Improper front -end alignment will 
not cause vibration. Improper toe 
alignment may cause your front 
tires to drag at an angle resulting in 
excessive wear. Improper camber 
alignment may cause your front 
tires to wear more on one side than 
on the other and can cause the 
vehicle to "pull" to the left or right. 

Proper tire balancing provides 
the best riding comfort and helps 
to minimize tire tread wear. Out-of- 
balance tires can cause annoying 
vehicle vibration and irregular tire 
wear such as cupping, flat spots, 
etc. 


REPAIRABLE 
AREA 


bo NO DO NOT 
REPAIR MAX DIA 1/4" REPAIR 


bw 


REPAIR AREA RADIAL TIRES 


W 
SS 
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Tire Repair 

Temporary repair patches or any 
repairs made from the outside of 
the tire are not recommended ex- 
cept in emergencies. Such “stop- 
gap" devices as plugs and aerosol- 
type sealants are not recommended 
for more than 100 miles of driving 
at speeds not over 50 mph, A per- 
manent vulcanized repair (plug 
and patch) applied from inside the 
tire should be made as soon as pos- 
sible. The installation of an inner 
tube in a damaged tubeless tire 
is not a recommended repair pro- 
cedure. If an air loss occurs while 
driving, do not attempt to drive on 
the deflated tire more than neces- 
sary to stop safely. Driving even a 
short distance on a deflated tire can 
damage a tire beyond repair. 

The tire industry recommends 
that punctures on passenger car type 
radial tires up to V4" diameter can 
usually be repaired if they occur 
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between the major outer tread 
grooves. 


Traction and Snow Tires 

A decrease in driving, cornering, 
and braking traction occurs when 
water, snow, ice, gravel, or other 
material is on on the road surface. 
Driving practices and vehicle speed 
should be adjusted to the road 
conditions. 

When driving on wet or slushy 
roads, it is possible for a wedge of 
water to build up between the tire 
and road surface. This phenome- 
non, known as hydroplaning, may 
cause partial or complete loss of 
traction, which adversely affects 
vehicle. control and stopping 
ability. To reduce the possibility of 
traction loss, the following pre- 
cautions should be observed: 

1. Slow down during rainstorms or 
when roads are slushy. 

2. Slow down if road has standing 
water or puddles. 


3. Replace tires when tread wear 
indicators are visible, 


4. Keep tires properly inflated. 


If your vehicle is equipped with 
radial tires, your tires were de- 
signed to provide better snow trac- 
tion performance than bias or bias- 
belted tires without snow treads. 
However, if you equip your vehicle 
with snow tires, you should use 
snow tires of the same size, load 
range, and construction type as 
your other tires. Vehicle speeds 
should be limited to 75 mph if 
snow tires are installed because 
vehicle handling may be adversely 
affected. 


Tire Replacement 
Considerations 


You should replace your tires 
when... 


1. Your tires are worn to a point 
where 2/32 inch or less tread 
remains or worn deep enough to 
expose the cord or fabric. To 
help you detect this condition, 
your tires incorporate built-in 
tread wear indicators that appear 
between the tread grooves when 
tread depth is 2/32 inch or less. 
When the indicators appear in 
two or more adjacent grooves at 
three locations around the tire, 
the tire should be replaced. 


2. Your tire tread or sidewall is 
cracked, cut, or snagged deep 
enough to expose the cord or 
fabric. 
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3. Your tire has a visible bump, 
bulge, or separation. 

4. Your tire sustains a puncture, 
cut, or other injury that cannot 
be satisfactorily repaired be- 
cause of the size or location of 
the injury. 


When replacing tires, you should 
use the same size, load range, and 
( bias, 


construction ^ type bias- 


TREAD WEAR INDICATORS 


“belted, or radial) as originally in- 
stalled on your vehicle. Use of any 
other size or type tire may seriously 
affect ride, handling, speedometer/ 
odometer calibration, vehicle 
ground clearance, and. tire clear- 
ance to the body and chassis. 

On most vehicles originally 
equipped with radial tires, you will 
find a TPC Spec. No. (Tire Per- 
formance Criteria Specification 


LOAD RANGE 


CONSTRUCTION 


EXAMPLE TIRE 


SIZE -HR78-15 
LOAD RANGE 
CONSTRUCT KON. 


-Stool Bohad Radiol 
TPC SPEC. NO. -t001 
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Number) molded into the tire side- 
wall adjacent to the tire size mark- 
ing. This designation indicates that 
the tire meets rigid dimensional and 
performance standards which were 
developed for your car. These 
specifications insure a proper bal- 
ance of: endurance, handling, 
noise, ride, road hazard resistance, 
rolling resistance, 
tread mileage. Replacing your tires 
with tires having the sameTPC Spec. 
No. will assure you that your new 
tires are compatable with your car. 


Wheel Replacement 
Considerations 
Wheels must be replaced if bent, 
heavily rusted, leak air, or if lug 
nuts continually loosen. Do not 
straighten bent wheels or use inner 
tubes in leaking wheels. 

When replacing wheels for any 
reason, the replacement wheels 
should be equivalent in load capa- 
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traction, and 


city, diameter, width, offset, and 
mounting configurations to those 
originally installed on your vehicle. 
Replacement wheels can be ob- 
tained from your Chevrolet dealers. 


A wheel of improper size or type 
may. adversely. affect wheel and 
bearing life, brake cooling, speed- 
ometer/odometer calibration, ve- 
hicle ground clearance, and tire 
clearance to the body and chassis. 
Replacement with “used” wheels 
which may have been subjected to 
harsh operating conditions or very 
high mileage is not recommended. 
These wheels may fail prematurely 
without any. prior visual indication. 


Warranty 

Tires. are guaranteed by the tire 
manufacturers. Guarantee informa- 
tion is included in the Passenger 
Car Tire Owner’s Guarantee folder 
furnished with your vehicle. 


IMPORTANT FACTS YOU SHOULD KNOW ABOUT GASOLINE MILEAGE 
...AND HOW TO IMPROVE IT 


How you drive, where you drive, 
and when you drive all have an 
effect on how many miles you can 
get from a gallon of gasoline. The 
careful attention you give your car 
as far as maintenance and repairs 
are concerned will also contribute 
importantly to fuel economy. 


Fuel Selection 

Your vehicle is designed to op- 
erate only on unleaded gasoline of 
at least 87 average octane num- 
ber (Research octane plus Motor 
octane divided by two). This gaso- 
line should have a Research octane 
number of at least 91, and a 
Motor octane number of at least 
83. Unleaded gasoline is essential 
for proper emission control system 
operation, and it will minimize 
spark plug fouling. The use of 
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leaded gasoline. can damage or 
severely reduce the effectiveness of 
the emission control system and re- 
sult in loss of warranty coverage. 


“Jackrabbit” Starts 

Gasoline can be conserved (and 
engine and tire life prolonged) by 
avoiding unnecessarily rapid accel- 
eration away from lights and stop 


'signs. 


Stop-And-Start Driving 

Frequent stops and starts during 
a trip really cut down on your miles 
per gallon. Plan even your short 
shopping trips to take advantage of 
through streets to avoid traffic 
lights. Pace your driving like the 
professional drivers to avoid un- 
necessary stops. 
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Excessive Idling 

An idling engine uses gasoline, 
too. If you’re faced with more than 
a few minutes wait and you’re not 
in traffic, it may be better to “turn 
off” and start again later. 


Sudden Stops 

Sudden stops themselves don’t 
waste gasoline, but energy is 
wasted as heat in braking. Energy 
in the form of gasoline is also 
needed to accelerate back to driv- 
ing speed. 


Lubricants 

A properly lubricated vehicle 
means less friction between moving 
parts. Consult this manual and the 
maintenance schedule for the 
proper lubricants to use and the 
lubrication intervals. 


Air Cleaner 

Your car receives its power from 
a mixture of gasoline and air. The 
air is taken into the system through 
the air cleaner so it’s important to 
replace the air cleaner at required 
intervals. A dirty air cleaner re- 
duces engine efficiency. 


Properly Tuned Engine 

Overall tuning (a check on tim- 
ing, spark plugs, emission control 
devices, etc.) can improve your 
cars gas mileage. You just can't 
expect an “out-of-tune” engine to 
give you good gas mileage and 
cleaner air. 


Excess Weight 

Fuel economy is related to the 
work the engine must do. The 
heavier the load, the more power 
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it takes. Keep excess weight to a 
minimum by removing any per- 
sonal effects or luggage from the 
car or trunk when they are not 
needed. 


Tire Inflation 

Underinflation not only causes 
needless wear of the tires, but can 
also waste gasoline. It’s a good 
idea to check tire pressures 
regularly. 


Wheel Alignment 

Incorrect “toe in” or “toe out” can 
have the effect of dragging your 
front tires sideways and may cause 
premature tire wear. It takes power 
to carry this extra load and that 
takes gas from your tank. 


Catalytic Converter 
The catalytic converter is an 
emission control device added to 
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the exhaust system to reduce hy- 
drocarbon and carbon monoxide 
pollutants from the exhaust gas 
stream. The converter contains 
beads which are coated with a cata- 
lytic material containing platinum 
and palladium. 


Use of the catalytic converter 
has the advantage of allowing the 
engine to be re-tuned for improved 
fuel economy and driveability. 


The catalytic converter requires 
the use of unleaded fuel only, 


Unleaded gasoline is used to re- 
duce combustion chamber deposits, 
corrosion and to prevent lead con- 
tamination of the catalyst that 
would render it ineffective. The use 
of leaded fuel will cause the cata- 
lytic converter to become ineffec- 
tive as an emission control device. 


Important 


1. Keep your engine properly tuned. Certain engine malfunctions, particularly involving the electrical, car- 
buretion or ignition systems, may cause unusually high converter temperatures. Do not continue to operate 
your vehicle if you detect engine misfire, noticeable loss of performance, or other unusual operating condi- 
tions. A properly tuned engine will help avoid malfunctions that could damage the catalytic converter. 


2. Do not park your car over combustible materials, such as grass or leaves, which can come into contact 
with the hot exhaust system and cause such materials to ignite under certain wind and weather conditions. 


3. Do not push or tow this vehicle to start. Under some conditions, this could damage the catalytic converter. 


DISREGARD OF THESE WARNINGS COULD CAUSE DAMAGE TO THE CATALYTIC 
CONVERTER, TO THE VEHICLE, OR PROPERTY NEAR THE VEHICLE. 
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SPECIFICATIONS 


VEHICLE IDENTIFICATION NUMBER 


‘Car—Stamped on vehicle identification number plate attached 
to left top of instrument panel. 

Body—Stamped on plate attached to upper right corner of 
cowl panel. : w 

Engine—Stamped on boss on block. 
8-Cylinder—On right front side of block. 


DIMENSIONS 
Overall Length 
Coupes and Sedans ........... 200s e neues 222.9” 
Station Wagons)... 2.2.6.2. ee eee eee 228.6” 
Width ........ a oues rug ee ee 79.5" 
Wheelbase, All (Exc. Station. Wagon]: ......... 121.5” 
Station Wagon :....... A tae HE MONEE VIRES BEERS 125.0” 
Overall Height a 
Coupe ..... M wh inu n S scenes alus s MAT seks 53.7” 
Sedan ..... diviso needed Gy ios es eS FERRO RA. ijo 54.5" 
3-Seat Station Wagon... 2... eee eee 57.4" 
2-Seat Station Wagon ............leeluue. 58.1” 
GASOLINE TANK US. Imperial 
(Approx.) Measure Measure 
Coupes and Sedans. ..... 26 gal 21.75 gal. 
Station Wagon ......... 22 gal 18.25 gal. 
CRANKCASE (REFILL) OIL CHANGE OIL CHANGE AND 
[Approxd ONLY FILTER CHANGE 
U.S. |. Imperial. U.S. " Imperial 
Measure Measure Measure Measure 
250 VIE i. cone ensue steer s Agt. 3% qt. 5qt. 4% qt. 
400, and 454 V-8 ...... 4qt. 3V4qt. Sqt. 4% qt. 
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- BATTERY RATING 


400 V-8 


COOLING SYSTEM 350 V-8 . 454 V-8 
U.S. Measure 18 qt. 18 qt. 23.0 qt.* 
Imperial Measure qt — - lat 19.25 qt.* 
Thermostat ALL siagi ues maae Ba amoo 195° 
Radiator Pressure Cap .......cceeaeeees : 15 Ib. 
*With Air Conditioning—add 2 qts. U.S. Measure 
134 dts. Imperial Measure). 
AIR CONDITIONING SYSTEMS  . 
Refrigerant-R-12:....... ce eee ees ess 3 ib., 12 oz. 
Compressor Oil (525 Vis.) 
AIL Systitisic: «xx cine pum DS usns lloz. - 
TRANSMISSIONS : IMPERIAL 
a U.S, MEASURE MEASURE 
Turbo Hydramatic 350. ............ . 10.0 qs. ^. 825 qts. 
. 40 "» 11.0 ats, 9.25 qts. 


4000 


*Cranking power at O^F. 


**Minutes before battery drops to 10% volts with a continuous 25 amp. drain, 

TIRE INFORMATION 

Wheel Nut Torque ............. (—À 100 ft. Ibs.. 
Complete tire information will be found on pages 5-14 through 
5-20. a a 

TURN SIGNAL FLASHER: 


Capacity: 


Type ids cas eta tas we KW Tee was s HEN 
Impala and Caprice .......0. eee sete eeee 3-lamp (tL) 
Be] Kin o s oou enne moses sr eika SB E HEE neX Bed 2-lamp (LL) 
Hazard Warning Flasher, All ............-. 6-lamp 


ITEM USAGE RECOMMENDATION 
Carburetor Fuel Filter All AC Type GF470 


Positive Crankcase a 

Ventilator Valve All AC Type CU774C 
Crankcase Ventilator 
Filter : All 


Radiator Cap All AC Type RC-33 


Engine Air Cleaner 
Element All _ AC Type A348C. 


AC Type FB59 


SPARK PLUGS 
The following spark plugs are recommended for Chevrolet engines. 


Normal Service (Original Equip.) 
All V-8 Engines AC Type R45TS 


ENGINE SPECIFICATIONS 


CARBURETOR — | — 350Cu.Im. |  400Cu.in | 484Cun, | 
ENGINE DATA 
[Boe ——  ] 40  ] 4-12 | 425 


| 
FUSES AND CIRCUIT BREAKER 


The wiring circuits in your 1976 Chevrolet 
are protected from short circuits by a combi- 
nation of fuses, circuit breakers, and fusible 
thermal links in the wiring itself. This greatly 
reduces the hazard of electrically caused fires 
in the automobile. The fuse junction block is 
located under the left side of the instrument 
panel. 
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FUSES AND CIRCUIT BREAKER: (Continued) 

The headlamp circuits are protected by a circult breaker in the light 
switch, An electrical overload will cause the lamps to go on and off, 
or in some cases to remain off. If this condition develops, have your 
wiring circuits checked immediately. In addition to a fuse, the windshield 
wiper motor is also protected by a circuit breaker. If the motor over- 
heats, due to overloading caused by heavy snow, etc. the wipers will 
remain stopped until the motor cools. Also, a circuit breaker, mounted on 
the flrewall, protects the power window, power seat, and other circuits 
when vehicle is so equipped, Where current load Is too heavy, the 
circult breaker intermittently opens and closes, protecting the circuit until 
the cause is found and eliminated. 

Fuses, located in the Junction Block beneath the dash on the 
driver's side are: 
Radio, TCS Sol., Hydra-matic Downshift and Anti-Diesel Control, 


Pulse Wiper System, Choke Pull Off...................s cece eee ee 10A 
W/SWIBGE, ceran thiamine hagail — — 25A 
Stop Lamps, Hazard Flasher.................. 006. cece eese 20A 
Heater A/G) icio Eri itp SV NIRE VALER AS 25A 
Dir. Sig., B/U Lamps, Power Window Relay ............ sess 20A 
Inst, Lamps, Heater Dial... i 3A 
Inst. Panel Warning Lamps, Gauges, Cruise Control, Rear Defogger 

Override Relay, Seat Belt Warning Buzzer.....-:...........-.... 10A 
Warning Buzzer, Luggage Lamp, Clock, Courtesy Light, Lighter, 

Glove Box: LINE- oec voles t ed SCR deerit 20A 
Tail Lamp, Parking Lamp, License, and Side Marking Lamp........... 20A 


An Air Conditioning high blower speed fuse, 30 amps., is located 
in an in-line fuse holder running from junction block to Air 
Conditioning relay. 

Do not use fuses of higher amperage rating thon those recommended 
above, : : : 
Fusible Links. are incorporated into the wiring system, These are 
wires of such a gauge that they will fuse {or melt) before damage 
occurs to an entire wiring harness in the event of an electrical 
overload, See your Chevrolet Dealer if fusible link replacement 
becomes necessary, 
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BULB SPECIFICATIONS Candle- 
Headlamp Unit power 
Outer—High Beam. ...........-.5. 37W 
low Beam...... Bn E J 55W 
Inner—High Beam. ...........5--55 37'4W 
Parking Lamp and 
Front Directional Signal............. 24-2.2 
Tail and Stop Lamps 
Rear Directional Signal.............. 32-3 
License Plate Lamp... illie 3 
Batksip Lamp). «eu yoran e 32 
Glove Compartment Lamp............ 2 
Indicator Lamps 
Clock Lamp 


Temperature Indicator Lamp 

Oil Pressure Indicator Lamp 

Generator Indicator Lamp 

Hi-Beam Indicator Lamp 2 
Auto. Trans, Quadrant Lamp 

Directional Signal Indicator Lamp 

Brake System Warning Lamp 

Seat Belt Warning Lamp 

Door Open Warning Lamp 


Instrument Panel Cluster Lamps... ....... 3 
Side Marker—Front,...........00005. 2 
Side Marker—Rear........... Va RS 2 
Heater, A/C Control Panel Lamp....... 2 
Dame Lamp... yapese dne wr vae dps 12 
luggage Compartment Lamp.......... 15 
Underhood Lamp.......-...-00eeeuee 15 
Courtesy Lampes ianea ene ô 
Radio Dial Lamp (All exc. Stereo and 

Tüpacplaget]. cacv-eve ccc a 3 
Radio Dial Lamp (Stereo and 

Tape player). .......... eere ee 2 
Reading Lamp............-..eeeeeee 15 
Radio Indicator. 2.0... cece cece eee 1 
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Number 


4000 
(Sealed. Beam) 
5001 


(Sealed Beam) 
1157NA 


1157 
168 
1156 
1891 


194 


168 

194 

194 
1895 

211-2 or 211-1 

1003 

93 

631 


1816 
564 


1004 
66 


OWNER 
ASSISTANCE | 
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The satisfaction and goodwill of 
the owners of Chevrolet products 
are of primary concern to your 
dealer and the Chevrolet Motor 
Division. Normally, any problems 
that arise in connection with the 
sales transaction or the operation of 
your car will be handled by your 
dealer’s Sales or Service Depart- 
ments. It is recognized, however, 
that despite the best intentions of 
everyone concerned, misunder- 
standings will sometimes occur. If 
you have a problem that has not 
been handled to your satisfaction 
through normal channels, we sug- 
gest that you take the following 
steps: ` 


STEP ONE—Discuss your prob- 
lem with a member of dealer- 
ship management. Frequently, 
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complaints are the result of a break- 
down in communications and can 
quickly be resolved by a member of 
the dealership management. If the 
problem already has been reviewed 
with the Sales Manager or Service 
Manager, contact the Dealer him- 
self or the General Manager. 


STEP TWO—Contact the Chev- 
rolet Zone Office closest to you 
listed on the following pages 
(or in Canada contact the Gen- 
eral Motors Zone Office). When 
it appears that your problem can- 
not be readily resolved by the deal- 


ership without additional assist- 


ance, the matter should be called 
to the attention of the Zone’s Cus- 
tomer Services Department and 
the following information pro- 
vided: 


T apy Rc Nen im PAN gr ee 


e Your name, address, telephone 
number 

e Vehicle Identification number* 

e Dealer's name and location 

e Vehicle's delivery date and 

mileage 

Nature of problem 


STEP THREE — Contact the 
Customer Services Manager, 
Chevrolet Central Office, Chev- 
rolet Motor Division, Detroit, 
Michigan 48202 (313-556-5219) 


(or in Canada contact the 
Owner Relations Manager, 
Oshawa, Ontario 416-644-6624). 
If after an additional review of all 
facts involved he feels that some 
further action can be taken, he will 
so instruct the Zone. In any case, 
your contact will be acknowledged 
providing Chevrolet's position in 
the matter. 


When contacting the Zone or 
Central Office, please bear in mind 
that ultimately your problem likely 


will. be resolved in the dealership, 
utilizing the dealer's facilities, 
equipment and personnel. It is sug- 
gested, therefore, that you follow 
the above steps in sequence when 
pursuing a problem. 


Your purchase of a Chevrolet 
product is greatly appreciated by 
both your dealer and Chevrolet 
Motor Division. It is our sincere 
desire to assist you in any way pos- 
sible to assure your complete satis- 
faction with your vehicle. 


* Available from vehicle registration, title or plate attached to left top of instrument panel and visible through 


the windshield. 
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CHEVROLET ZONE OFFICE ADDRESSES 


| When calling for assistance, please ask for Customer Services Manager | 


Homewood, Ala. (Birmingham) 
3490 Montgomery. Hwy. 3521 
(205) 870-5320 


nee Arizona (Phoenix 
1625 W. 23rd St. 8528: 
(602) 968-2425 © 


Los Angeles, California 
1800 Avenue of the Stars 90067 
(213) 879-9611 
Oakland, California 
10910 E. 14th St 94600 
(415) 562-0553 


"San Diego , California 
5353 Mission Center Rd. 92112 
(714) 299-9480 


Denver, Colorado 
4355 Kearney St. 90200 
(303) 320-5023 


Jacksonville, Florida 
8206 Phillips Hwy: 32207 
(904) 733-3682 


Atlanta, Georgia 
5730 'Glenrid e Drive, N.E. 
(404) 256-5500 


Indianapolisi Indiana 
2350 N. Shadeland Ave. 46206 
(317) 269-5031 


Oakbrook, lilinois (Chicago) 
2021 Spring Rd. 60680 
(312) 654-6345 
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Peoria, Illinois 
2009 N. Knoxville 61601 
(309) 688-1021 


Des Moines, lowa 
818 Fifth Ave. 50305 
(515) 244-3141 


Lenexa, Kansas (Kansas City) 
8900 Marshail Dr. 66201 
(913) 281-6702 


Louisville, Kentucky. 
4501 Indian Trail 40200 
(502) 968-6203 


Metairie, La. (New Orleans) 
3545 1-10 Service Rd. 
(504) 888-9013 


Hanover, Marytand (Baltimore) 
1800 Parkway Drive 21201 
(301) 796-3640 


Westwood, Mass. (Boston) 
505 Biue Hill Drive 02090 
(617) 329-1057 


Grand Blanc, Michigan (Flint) 
5198 Territorial Road 48439 
(313)694-7007 . - 


Southfield, Michigan (Detroit) 
15565 Northland Drive 48075 
(313) 424-2011 


Edina, Minn. (Minneapolis) 
7600 Metro Blvd. 55424 
(612) 830-4044 
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Maryland Heights, Missouri pt Louis) 
83 Progress Parkway 63043 
(314) 878-3304 


Omaha, Nebraska 
11616 “1” Street 68100 
(402) 333-4500 


Englewood, N. J. (Newark) 
385 Nordhoff Place 07631 
(201) 894-7100 


Bethpage, Long Island, N. Y. 
175 Central Ave., South 11714 
(516) 420-4340 


Cheektowaga, N. Y. (Buffalo) 
2615 Walden Ave. 14225 
(716) SSHRMS 


Syracuse, N 
107 Twin Oaks Dr. 13200 
(315) 437-2861 


Tarrytown, N. Y 
371 S. Broadway 10591 
(914) 332-0136 


Charlotte, N. Carolina 
6000 Monroe Road 
(704) 568-2520 


Fargo, N. D. 
W. Frontage Rd. 
Hwy. l-29 58102 
(701) 282-4451 


Parma, Ohio (Cleveland) 
12990 Snow Road (Parma) 44129 
(216) 265-5600 


CHEVROLET ZONE OFFICE ADDRESSES (Cont'd) 


Sharonville, Ohlo (Cincinnati) 
11575 Reading Rd., 45241 
(513) 841-592 


Oklahoma City, Oklahoma 
12 N.E. 36th Street 73100 
(405) 521-9776 


Beaverton, Oregon (Portland) 97005 
. W. Tualatian Valley Hwy. 


15005 S 
(803) 646-8271 


Carnegie, Penn. PE 
507-527 Forrest Ave. 15106 
(412) 928-5725 


Harrisburg, Pennsylvania 
Pennsboro Office Center 
Taylor Bridge Bypass 
Wormleysburg, Penn. 17105 
(717) 255-6416 


b 


King of Prussia, Penn. (Phila.) 
935 First Avenue 19406 
(215) 265-9380 


Memphis, Tenn, 
3495 Lamar Ave. 38100 
(901) 363-1410 


Dallas, Texas 
8635 Stemmons Freeway 75200 
(214) 688-5241 


Houston, Texas 
4807 Wake Forest St. 77000 
(713) 668-0511 


Salt Lake City, Utah 
303 East South Temple 84111 
(801) 532-2345 
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Sandston, Va. (Richmond 
5450 Lewis Road 2315 
(804) 222-2840 


Charleston, W. Virginia 
1205-1211 Virginia St., E. 25300 
(304) 344-230 


Bellevue, Washington (Seattle) 
Bellevue Business Center Building 
Suite 300 
777 - 106th Ave. N.E. 98009 
(206) 464-5111 


Brookfield, Wisconsin faiwaukes) 
333 Bishops Way 53201 
(414) 784-2570 


GM OF CANADA LIMITED ZONE OFFICES 


Vancouver, B. C. V6A 2N6 
900 Terminal Avenue 
(604) 684-9444 

Calgary, Alta. T2P 2M7 
P.O. Box 2510 
(403) 243-4621 

Regina, Sask. SAP 3E9 
581 Park St. 

(306) 543-2224 

Winnipeg, Man. R2X OY9 


1345 Redwood Avenue 
(204) 633-1080 


London, Ont. N6A 4P6 
951 Pond Mills Road 
P.O. Box 412 
(519) 455-2400 


Ottawa, Ont. K1G OZ4 
875 Belfast Road 
(613) 237-5051 
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Toronto, Ont. M3C AJ1 
1200 Eglinton Ave., East 
(416) 446-5000 

Montreal, Que. H9R 4R2 
5000 Trans-Canada Highway 
Pointe Claire, Quebec 
(514) 697-91 

Moncton, N. B. E1C 8M2 
653 St. George St. 
(506) 854-1500 


HAWAII, GUAM, AMERICAN SAMOA 
General Motors Overseas Distribution Corp. 
1600 Kapiolani Boulevard 
Suite 714 
Honolulu, Hawaii 
Mail—P.O. Box 341 


PUERTO RICO, U.S. VIRGIN ISLANDS 
General Motors Overseas Distribution Corp. 

Suite No. 10 

Centro Comercial San Francisco 

Avenida De Diego 

Rio Piedras, Puerto Rico 

Maii—G.P.O. Box 4382 

San Juan, Puerto Rico 


MEXICO 

General Motors de Mexico S.A. de C, V. 
Av. Ejercito Nacional No. 843 
Mexico 5, D.F. 
545-3921 


PANAMA CANAL ZONE 


General Motors Overseas Distribution Corp. 
Edificio De Diego 
Esq. Calle 41 
Avenida Balboa 
Panama, R.P. 
Mail—Apartado 7872 
Panama 9, Republic of Panama 


INDEX 


Absorbers, Superlift Shock........... 2-27 
Accessory Drive Belts............-+5 5-4 
Accessory Position, Steering 

Column Lock <i. «nitri e is 2-2 
Acrylic Lacquer iisa ze era vitare vx 4-5 
Adjusters, Automatic Brake. ......... 2-9 
Air Adjustable Superlift 

Shock Absorbets. ................ 2-27 
Air Citenlatlon.....-« as vuv eesese es 2-17 
AIC Clean errean eceensee eto 5-4 
Air Conditioning 

' Automatic Operation.............. 2-22 

4 Seasons Operation.............. 

Maintenance. ............seeeeees 
Air Inlets, Ventilating System........ 
PRIN coiere s S e i Sae ~ 
Anti-freeze (See Cooling System) 
Anti-Spin Differential. .............. 
Anti-Theft Key Buzzer System........ 
Anti-Theft Steering Column Lock..... 2-2 
Appearance Care. ...........essssse 4-1 
Ash TI8VS. ci ovx ERA RUE UX!e Elec vrais 2-10 
Automatic Brake Adjusters. .. ....... 2-9 
Automatic Transmissions 

Eluld Check... ebrii 5-5 

Fluid Recommendations. .......... 5-5 

Maintenance. ............. 000 eae 5-5 

Operation............- — 2-4 

Starter Safety Switch.............. 2-3 
Axle Rear 

Eluid Level ci couv as err rua 5-9 

Manil enatice .-..socecaccei uota 5-9 
Backup URN ERS sso eicere 6-3 
Ball JOMIS Pienso ienotrib ui aes 5-10 
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Bassinet Placement......... adum genes LED 
Battery 

Emergency Starting. .............. 3-2 

Fluid Level........... Inside Back Cover 

Gas LOs ina E air acted 3-3 

Speca ONS uec ec nA 6-1 
Bearings, Front Wheel..............5 5-11 
Before Driving Your Chevrolet....... 1-1 
Belted TEES, ee Cerea Vache recon 5-14 
Belts 

Enche Driye; secs oana 5-4 

BaD oii sists saicasteee N E eimi eire 1-4 

Shoulder. VS ioe Saale deus sepas 1-4 
Blower, Ventilating. .............50. 2-19 
Body Identification Number.......... 6-1 
Brakes 

Driving Through Deep Water...... 2-8 

Linings ke dip d urere atate di A cy 

MaIntenadce o. :ccassasian ero stisce "Yea a7 

Master Cylinder Level 

Párking Brake.......... 

Pedal Travel...........ss 

hop —Á—— áo IQ 

Self-Adjusting. ............ eere 

Taek uoce eed 

Warning Light: «i42 euer asiassa 
Break-In Period 

Cars Pulling Trailers. ............. 1-10 

NOW GB. cua eod RN RAIN SGU OR ii 
Bright Metal Cleaning............... 4-5 
“Brights” Headlamp Indicator OUO 2-13 
Buckles, Seat Belt........cseeceevers 1-4 
Bulbs and Fuses...................- 6-3 
Bumper Jack 

OperaliOne coco cue saec ceto nier 3-4 

MLO WARE coe cer ox UH UT Seis 3-5 
Seat Belt Buzzer 

Key Reminder........ lle 2-3 


Prpilio CH An ance M antes tirer etcods 5-2 

Gasoline rra tia. comer etiem era 5-2 

RAG MON 6-2 
Capac ins nirea qwiswaeaeets alos 6-1 
Carbon Monoxide Caution........... 2-1 
Carpet (CAPE cos vc aaea e. 42 
Carrier, Infant Safety................ 1-8 
Carrier, Roof Luggage. AA 2-27 
Catalytic GonyVerter........- uoce aioe 5-22, 5-23 
Changing Wheels and Tires. ......... 3-4 
Charging System Indicator Light...... 2-12 
Chassis Maintenance................ 5-9 


Child Restraint 
Cars Not Equipped With 


Special Child Restraints........ 1-8 
Child Safety Seat. ........... . 1-8 
Infant Safety Carrier...... .. 1-8 

Chrome Protection............. .. 45 
Cigarette E18 DET s $a arme meine 2-15 
Circuit Breakers, Headlamps......... 6-2 
Cleaning : 
Carpet CA esson raresa ewass AQ 
Exterior Finish and Trim.......... 4-5 
Fabric and Interior Trim.......... 4-1 
Solvents Recommended............ 4-1 
Spot Removal... («acce esa vie’ 4-3 
Vinyl LOD aaaceusayiconee i an esi atrae 4-5 
COCK ——— — — 2-15 
Coat- HOONS isse estere vies ese 12 
Cold Weather Starting............... 2-3 
Compartment 
ROUE RM 1-1 
PUPP ARCs 2 ea ose ae eem z. 2-33 
Complaint Procedure................ 6-4 
Conditioner, Air............. — 2-20 
Controlled Differential. ...........5. 2-27 


Converter, Catalylic............. 5-22, 5-23 
Cooling System 
NM E — E N 5-7 
Coolant Recommendation......... 5-7 
Overheating Caution.............. 3-4 
Courtesy Lights. 2isscesnawistasiwiayrs 6-3 
Cowl Alt InIBtg. uou unono cetero 2-17 
Cruise Control... mo eaaa 2-6 
Dealer Assistance. .......... . 64 
Defogger, Rear Window. ....... es. 2-20 
Defroster, Defogger, Windshield. ... .. 2-19 
Dimensions, Vehicle..............us. 6-1 
Dimmer Switch, Headlamp.......... 2-9 
Directional Signals................... 2-5 
Doar LOcks.«..eri seo eR READS 1-2 
Power Door Locks....;..... esse 2-27 
Drive Belts, Engine............... e 5-4 
Driver 
Seat Adjustment.................. 1-2 
Dusty Conditions, Operating Under... 5-2 
Economy Gauge, Fuel............... 2-14 
Electric: Clock sc oce eye t 2-15 
Electrical System s 
Battery. oaa eTEN 5-13, 6-1 
POS iraa E EEN 
e A a AE ete dere te 6-3 
Generator Indicator Light......... 2-12 
Emergency, In Case Of, ...... STU 3-1 
Brake Warning Light.............. 2-12 
Generator Indicator Not Charging.. 2-12 
Hazard Warning Flasher........... 3-1 
Jacking To Change Wheels......... 3-4 
Jump Starting with Auxiliary Battery 3-2 
Overheated Radiator.............. 3-4 
Pushing To Start. .........uuuuuu. 3-2 
Spare TITO anne naira TRAS 3-4 
LOVINE EA NA ESEA 3-1 


Engine. 

(COO oat tercia sinieisprets edu 5-7 

Exhaust Gas Caution.............. 2-1 

Flooded, Starting Procedure. . . 23 

Overheating. ——— sea 3-4 

Serial Number........... seen 6-1 

SbectfeatlOIN usen imt Te co irte eiua n 6-2 

IAIN ia ceca Rhone mibi ea . 2-3 

Temperature Light. ..........5.... 2-12 
Engine Oil 

CAPACI a eaan wie ERE. an 

Change Interval 

Dip Stick. ........ 

FHter. c eccsososfesscbrr n qase 

Pressure Indicator... 

Recommendation. ...........e0008 5-3 
Ethylene Glycol Coolant............. 57 
Exhaust Gas Caution................ 2-1 

Driving With Trunk Open......... 2-1 

Exhaust System Checks............ 2-1 

Parked With Engine Running. ..... 2-1 

Pulling A Trailer... ........ sess , 2-1 
Exterior Finish and Trim Care....... 4-5 
Fabric Care. ............ —  — 4-1 
Fan 

[DO m — —— nn 5-4 

Ventilaagc: eda v cueste 2-19 
Piter Olne ra secre oreste 5-2 
Finish Care Exterior.............- we 4-5 
First Few Hundred Miles of 

Drini sissa ns va sue pus ii 
Flammable Cleaning Solvents........ 4-2 
Flashers 

Hazard Warning....:......-.+00: . 3-1 

Turn Signal ior oss cesses renes 2-5 
Flooded Engine, Starting......... es 23 
Floor SOM OLS a: oeooicecosme gie es e 2-8 
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Fluid Capacities........... ouv e ii 6 -1 
Fluid Levels 
Bater meade duode Inside Back Cover 
Brake ^ Master Cylinder Rte Ris EN 5-11 
Engine Oil.......... ea Vita Camas 5-2 
Power Steering. .......ccecevseres 5-10 
RABE Mec nem Hun E 5-7 
Rent Axe an aene e eai niei 5-9 
Transmission...4....... eese TUBE Sa 
Fluid Recommendations 
BEBKE oos eaisteisten ire siesta 5-11 
Power Steering. ............ LLL. 5-11 
RBdiBlGE censes ER eer des 5-7 
"TTransussiott ous ciovictvad ee cx Ad 5-5 
Hn ee Washers. sw coensca es 2-15 
Fogging, With Air Conditioner. ..... . 2-21 
ding Seat Back Latches........... 1-2 
Porel Countries, Operation In...... 1-12 
Four Way Hazard Flasher........... 3-1 
Front Suspension. .......0ccccc0seees 5-10 
Front Wheel Bearings............... 5-11 
Fuel (See Gasoline) 
Fuel Economy Gauge. ............u. 2-14 ` 
Fumes, Engine Exhaust. ............ « 21 
Fuses 
CBE. ciens per EIER aie Slovene 6-3 
LOoCatiollocs coss ixi cio rd ERNEREE 6-2 
Gas Station Information... Inside Back Cover 
Gasoline, Capacities............ Lus. 2 
Do Not Use For Cleaning......... 4-2 
Filler Cap Location. . nei Back Cover 
En o AA Sexe E VS iem 
GAUGE T c oiewieanoamraera 2.1 1 
TiO Wal CAG osse teer obi lec anit a 5-1 
Recommendations.............ss. 5-1 
Gauge, Fuel iia sisas gieda eae eis 
Gearshift Lever, ioco sun erieeisi ente 2-4 
Generator Indicator Light.......... . 2-12 


GIOVE Bok: porcas eve epa ed cote 1-1 
Harness, Safety (See Seat Belts) 
Hazard Warning Flasher............. 3-1 
Headlamp 
Flickering (Circuit Breaker)........ 6-3 
High Beam Dimmer Switch........ 2-9 
High Beam Indicator.............. 2-13 
Light and Instrument Panel 
SWItConstcoresesexsex UxpSis s 2-13 
Head Restraints. ....... ees 1-7 
Heater Operation. ........ eese 2-19 
High Speed Operation 
During Break-In...........eeesess ii 
TLCS ra oes ais ENTE 5-14 
Hitcltes; Trallepie..en eee aate 1-10 
Hood 
Latch Maintenance................ 5-12 
Release. 25:5 sae ccs Inside Back Cover 
Oth iiss cuore EE EO ron n eases 2-7 


*HOT" Light (See Engine 
Temperature Light) 
How To Improve Your Gas 


Mileage TIDS»« ccce cem yes reve eene 5-2] 
Hub Caps, Replacing.............ss. 3-4 
HVdroDIBHIBg. uin eins ctun 5-18 
Identification Numbers 

Body, concen tincacn qe e ers 6-1 

luo ———— QC 6-1 

VERIB o cicineiincionts acmeune rere e 6-1 
Ignition 

E E AE AA A ene 1-1, 2-2 

LOtk cng oec uve rtr - 
In Case Of Emergency.......... sss. 3-1 
Indicator Lights 

BUSEB uu: cocotte oi ba 2-12 

Electrical Charging (Generator)... .. 2-12 

Engine Temperature. .............. 2-12 

Oil PCeSSUEGL. oe rios werte 2-11 
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Infant Restraining Methods.......... 1-8 
Infant Safety Carrier...............- 1-8 
Inflation Pressure, Tires.............. 5-14 
Inlets, Ventilation System. c ceseesoes 2-17 
Inside Rearview Mirror.............. 1-3 
Instrüment Patiel. sce ete 2-10 
Interior Appearance Care............ 4-1 
Jack 
Operation. c oeteva oneness GEN 3-4 
SOP RG cud pA D £v Meade wieicesie 3-5 
Jump Starting With Booster Battery... 3-2 
Ko Buzzer System. ..... eer 2-2 
Sa CEU V ARAS ENG NUR RU VRAT S 1-1 
Kakine Engine (See Fuel 
Recommendations) 
Lacquer, Acrylic Care............... 4-5 
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Lap and Shoulder Belts.............. 1-6 
Latches 
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Folding Seat Back................ 1-3 
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Lighter, Cigarette. ..... eene 2-15 
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BACKUG p ———— 6-3 
Brake Warning.............2.ee s 2-12 
Bright Beam Indicator. ............ 2-13 
Bright Beam Switch. .............. 2-9 
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Courtesy occu canna v ve EON S VERE 6-3 
Engine Temperature Indicator. ..... 2-12 
Generator Indicator............... 2-12 
Hazard Flasher........... sess. 3-1 
Headlamp Circuit Breaker......... 6-3 
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Maintenance sca). i:5 Seas va dedo us 6-2 
Oil Pressure Indicator. ............ 2-11 
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Turn Signal Indicator. ............ 
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Load, Full Rated (See Tires) 
Locks 
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Steering Column........ 06s eae 
[:ow-LEenad FUCI onara ari 
Lun Compartment, Driving 
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Luggage Carrier, Roof. ............. 
Maintenance 
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Methods Of Restraining Children. .... 
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Mountainous Terrain 
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Oil Information. ............sssses. 
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Outside 
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Service Publications— Chevrolet 


The following publications covering the operation and servicing of your Chevrolet can be purchased by filling out the 


reverse side of this order form and mailing it with your check or money order to Helm, Incorporated. 
SUPPLEMENT 
l ST 329-74 1974 SERVICE MANUAL 
E. Includes on-the-car adjustments, maintenance, and re- 
Na moval and installation of components. Some overhaul 
eu information is also included (e.g. Brake Master Cylinder, 
distributor, etc.). Will provide service information to 
handle most owner's requirements. 


(Available January, 1976.) For complete coverage ST bé 
7.50 
ST 333-74 1974 OVERHAUL MANUAL 
Includes basic off-the-car overhaul of major components 
(e.g. engine, transmission, etc.). 


ST 329-76 1976 PASSENGER CAR SERVICE AND OVERHAUL 
329-74. and ST 333-74 should also be purchased. 


ST 335-76 1976 BODY SERVICE MANUAL 7.00 
Includes: Complete Body Service Information for all 
body styles. 
ST 304-76 : 1976 OWNER'S MANUAL BEZEIM 


NOTE: Please fill in reverse side of this form completely Prices subject to change 


Downloaded from www.Manualslib.com manuals search engine 


VM loto tt 


NULE! #18886 til! in order torm completely he i: CUT HERE I 
l 


and MAIL TO: 
CANADIAN RESIDENTS should order publications from the Owner I 
H ELM, / ncor, por. ated Relations Department, General Motors of Canada Limited, Oshawa, | 
ic Ontario, L1J5Z6. Make check or money order payable to General 
Post Office Box 07130 
Detroit Michigan 48207 Motors of Canada Limited. 


FORM NO. 


QUANTITY 


Prices Subject to Change 


All orders.will be mailed within 10 days of receipt. Michigan Parchasers Add 4% Sales Tex —> Michigan Sales Tax 
Please allow adequate time for postal service. 


This is your.shipping label b. d Please print clearly 


Grand Total 
Make check or money order (NO STAMPS) ^^ A 


FROM... j Chevrolet Manual : 
HELM, Incorporated Distribution Department for this amount payable to Helm, Inc. 
Post Office Box 07130 Detroit, Michigan 48207 NOTE: Purchasers outside domestic U.S.A. please 

i write to Helm, Incorporated, P. O. Box 07130, 

Retura rennen Detroit, Michigan 48207 for quotation. 
Name Name of Purchaser (Please print clearly) 
Street Address Street Address Apt. No. 
, = - City, State and Zip Code | 
= So 4 PLEASE COMPLETE SHIPPING LABEL 
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GAS STATION INFORMATION " 


Gas Cap- Located behind the 
license plate (coupes and sedans) 
and left rear fender on station 
wagon models, See gas cap re- 
moval procedure in "Service and 
Maintenance" Section (Page 5-2). 


Gasoline Recommendation— 
Use only an unleaded gasoline. 


Hood Release 

To Raise Hood- The hood release 
handle is located beneath the in- 
strument panel to the left of the 


steering column. Pull the release 
handle to release the hood lock and 
then raise the hood manually as 
shown on illustration. 


Engine Oil Dipstick—Located on 
the left side of engine block. Check 
oil level as the last operation in a 
fuelstop. Maintain between “ADD” 
and “FULL” marks on dipstick. 


Engine Oil Recommendation— 
Use only high quality SE oils. See 
page 5-3 for oil viscosity chart. 
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r to "Service and Maintenance" 
Section for Further Details. 


Tire Inflation Pressures—Check 
at least monthly. Keep inflated to 
pressures shown on tire placard af- 
fixed to left front door of your ve- 
hicle. 

Windshield Washer — Check res- 
ervoir fluid level regularly. Use a 
washer fluid, such as GM Opti- 
kleen. 

Battery—Check the fluid level 
monthly. If the fluid level is low, add 
only colorless, odorless drinking 
water or distilled water to bring 
level to split ring in filler opening. 


e © 


ELECTROLYTE ELECTROLYTE 
LEVEL TOO AT CORRECT 
LOW LEVEL 


A WORD TO CHEVROLET OWNERS... 


This manual has been prepared to acquaint you with the operation and maintenance of your 1976 Chevrolet, and to 
provide important safety information. It is supplemented by two convenient folders which provide additional infor- 
mation on vehicle maintenance, and warranties. We urge you to read these publications carefully and follow the 
recommendations ta help assure the most enjoyable and troublefree operation of your vehicle. 


When it comes to service, remember that your Chevrolet dealer knows your vehicle best and is interested in your 
complete satisfaction. Return to him for Guardian Maintenance Service and any other assistance you may require. 


To assist dealers in handling your needs, Chevrolet maintains a number of Zone Offices throughout the country. Should 
you have a problem that cannot be handled through normal channels, follow the procedure presented in Section 6 of 
this manual under the heading, "Owner Assistance"'. 


We would like to take this opportunity to thank you for choosing a Chevrolet product—and assure you of our continuing 
interest in your motoring pleasure and satisfaction. 


CHEVROLET MOTOR DIVISION 


FOR CONTINUING SATISFACTION, KEEP YOUR A 

GM CAR ALL GM. GENERAL MOTORS PARTS ARE t AC) 

IDENTIFIED BY ONE OF THESE TRADEMARKS: Delco 

NOTE TO CANADIAN OWNERS: Aux propriétaires canadiens 

If preferred, a French Owner's Manual can be On peut se procurer un exemplaire de ce Guide en 
obtained from either your Dealer or by writing to français auprès du concessionnaire ou du service 
General Motors of Canada Limited, Owner Rela- des relations avec la clientèle, General Motors of 
tions Department, Oshawa, Ontario L1J 5Z6." Canada Limited, Oshawa, Ontario L1J 5Z6. 
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1976 
CHEVROLET 
OWNER’S | 


MANUAL 


This manual should be considered a perma- 
nent part of the vehicle; and must remain 
with the vehicle at time.of resale. 


CHEVROLET MOTOR 
DIVISION — 


GENERAL MOTORS 
CORPORATION: i 
DETROIT, MICHIGAN 48202 


Ali information, illustrations and specifications con- 


-tained in this manual are based on the latest product 


information available at the time of publication. The : 
right is reserved to make changes at any time without. 
notice. 2 à 


For vehicles sold in Canada, substitute the name 


General Motors of Canada Limited, wherever the 
name Chevrolet Motor Division appears in this manual, 


ST 304-76 
© GENERAL MOTORS CORPORATION 1976 - 
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Applicable to.CALIFORNIA Sales Only 


This vehicle as delivered by GM Chevrolet Division is equipped with a bumper energy 
absorption system meeting California $.B.42 (1971) as set forth in Sec 34715 Vehicle Code. 


Applicable to FLORIDA Sales Only 


This vehicle as delivered by GM Chevrolet Division is equipped with a bumper. energy 
absorption system meeting section 501.125, Florida Statutes, as amended June 10, 1974. 
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YOUR CHEVROLET'S FIRST __ 
FEW HUNDRED MILES OF DRIVING 


You can operate your new car from 
its very first mile without adhering 
to a formal “break-in” schedule. 
However, during the first few hun- 
dred miles of driving you can, by 
observing a few simple precautions, 
add to the füture performance and 
economy of your car. 

It is recommended that your 


speed during the first 500 miles 
be confined to à maximum of 55 
M.P.H., but do not dtive for ex- 
tended periods at any one constant 


speed, either fast or slow. Dur- - 


ing this period, avoid full throttle 
starts and, if possible, avoid hard 
stops especially during the first 200 
miles of operation since brake mis- 


use during this period will destroy 
much future brake efficiency. 

Always drive at moderate speed 
until the engine has completely 
warmed up. 

If you plan to use your new car 
for trailer hauling see additional 
information on page 1-10. 


SEE PAGE 5-21 for ADDITIONAL INFORMATION ON 
HOW TO IMPROVE YOUR GAS MILEAGE 


Downloaded from www.Manualslib.com manuals search engine 


ii 


